


MAKE/MODEL MODEL YEAR APPLICATION QUALIFIER PRODUCT PART NUMBER
AM General

Hummer 1996-1995 5.7L V8 350 CID Engine Water Pump 1AMWP00068

Acura

CL 2003-2001 3.2L V6 3210cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00019

CL 1999-1998 2.3L L4 2254cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00083

CL 1999-1997 3.0L V6 2997cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00019

CL 1997 2.2L L4 2156cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00083

EL 2005-2001 1.7L L4 1668cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00029

EL 2000-1997 1.6L L4 1590cc 97 CID This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00082

Integra 2001-1997 1.8L L4 1834cc; GS This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.; w/19 Tooth Pulley

Engine Water Pump 1AMWP00031

Integra 2001-1996 1.8L L4 1834cc; LS This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.; w/19 Tooth Pulley

Engine Water Pump 1AMWP00031

Integra 1998-1996 1.8L L4 1834cc; RS This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.; w/19 Tooth Pulley

Engine Water Pump 1AMWP00031

Integra 1996 1.8L L4 1834cc; Special Edition This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.; w/19 Tooth Pulley

Engine Water Pump 1AMWP00031

MDX 2002-2001 3.5L V6 3471cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00019

SLX 1999-1998 3.5L V6 3494cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00028

TL 2003-1999 3.2L V6 3210cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00019

Audi

4000 1987-1984 1.8L L4 1780cc From Chassis #81E-088-001; w/30mm hub Engine Water Pump 1AMWP00009

4000 1983-1982 1.6L L4 1588cc 97 CID To Chassis #81E-149-000; w/30mm hub Engine Water Pump 1AMWP00009

4000 1983-1981 1.7L L4 1715cc From Chassis #81B-149-001; w/30mm hub Engine Water Pump 1AMWP00009

80 1990-1988 2.0L L4 1983cc w/30mm hub Engine Water Pump 1AMWP00009

A4 2006-2001 1.8L L4 1781cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.; Upgraded Composite Impeller;
w/Pressed On Pulley

Engine Water Pump 1AMWP00020

A4 Quattro 2005-2001 1.8L L4 1781cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.; Upgraded Composite Impeller;
w/Pressed On Pulley

Engine Water Pump 1AMWP00020

TT 2006-2000 1.8L L4 1781cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.; Upgraded Composite Impeller

Engine Water Pump 1AMWP00020

TT Quattro 2006-2000 1.8L L4 1781cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.; Upgraded Composite Impeller

Engine Water Pump 1AMWP00020

Avanti

II 2004-2001 5.7L V8 350 CID Engine Water Pump 1AMWP00046

Buick

Allure 2010 3.0L V6 182 CID Engine Water Pump 1AMWP00037

Allure 2010 3.6L V6 217 CID Engine Water Pump 1AMWP00037

Allure 2009-2005 3.8L V6 3800cc 231 CID; Sold
in Canada; VIN 2

Engine Water Pump 1AMWP00081

Allure 2008-2005 3.6L V6 217 CID; Sold in
Canada

Engine Water Pump 1AMWP00037

Century 2005-1994 3.1L V6 189 CID Engine Water Pump 1AMWP00080

Century 1996-1993 2.2L L4 2190cc 134 CID Engine Water Pump 1AMWP00084

Century 1993-1989 3.3L V6 204 CID Engine Water Pump 1AMWP00085
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Buick (continued)

Century 1989-1987 2.8L V6 173 CID Engine Water Pump 1AMWP00080

Century 1988-1986 3.8L V6 3800cc 231 CID Engine Water Pump 1AMWP00085

Century 1981 4.4L V8 267 CID Engine Water Pump 1AMWP00017

Century 1981-1977 5.0L V8 305 CID Engine Water Pump 1AMWP00017

Century 1979-1977 5.7L V8 350 CID; VIN L Engine Water Pump 1AMWP00017

Electra 1990-1986 3.8L V6 3800cc 231 CID Engine Water Pump 1AMWP00085

Enclave 2013-2008 3.6L V6 217 CID Engine Water Pump 1AMWP00037

LaCrosse 2013-2010 2.4L L4 2384cc 145 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

LaCrosse 2013-2010,2008-2005 3.6L V6 217 CID Engine Water Pump 1AMWP00037

LaCrosse 2010 3.0L V6 182 CID Engine Water Pump 1AMWP00037

LaCrosse 2009-2005 3.8L V6 3800cc 231 CID; VIN 2 Engine Water Pump 1AMWP00081

LeSabre 2005-1996 3.8L V6 3800cc 231 CID Engine Water Pump 1AMWP00081

LeSabre 1995-1986 3.8L V6 3800cc 231 CID Engine Water Pump 1AMWP00085

LeSabre 1986 3.0L V6 181 CID Engine Water Pump 1AMWP00085

LeSabre 1982 4.4L V8 267 CID; VIN J Engine Water Pump 1AMWP00017

LeSabre 1978 5.0L V8 305 CID Engine Water Pump 1AMWP00017

Lucerne 2011-2009 3.9L V6 3880cc 237 CID Engine Water Pump 1AMWP00021

Lucerne 2008-2006 3.8L V6 3800cc 231 CID; VIN 2 Engine Water Pump 1AMWP00081

Park Avenue 2005-1996 3.8L V6 3800cc 231 CID Engine Water Pump 1AMWP00081

Park Avenue 1995-1991 3.8L V6 3800cc 231 CID Engine Water Pump 1AMWP00085

Rainier 2007-2004 4.2L L6 256 CID Engine Water Pump 1AMWP00062

Rainier 2006 5.3L V8 325 CID Engine Water Pump 1AMWP00071

Rainier 2005-2004 5.3L V8 323 CID Engine Water Pump 1AMWP00071

Reatta 1991-1988 3.8L V6 3800cc 231 CID Engine Water Pump 1AMWP00085

Regal 2013-2011 2.0L L4 1998cc 122 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

Regal 2013-2011 2.4L L4 2384cc 145 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

Regal 2012 2.4L L4 145 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

Regal 2004-1996 3.8L V6 3800cc 231 CID Engine Water Pump 1AMWP00081

Regal 1996-1989 3.1L V6 189 CID Engine Water Pump 1AMWP00080

Regal 1995-1990 3.8L V6 3800cc 231 CID; VIN L Engine Water Pump 1AMWP00085

Regal 1989-1988 2.8L V6 173 CID Engine Water Pump 1AMWP00080

Regal 1987-1982,1980-1977 5.0L V8 305 CID Engine Water Pump 1AMWP00017

Regal 1982-1981 4.4L V8 267 CID Engine Water Pump 1AMWP00017

Regal 1977 5.7L V8 350 CID; VIN L Engine Water Pump 1AMWP00017

Rendezvous 2007-2006 3.5L V6 213 CID Engine Water Pump 1AMWP00080

Rendezvous 2006-2004 3.6L V6 217 CID Engine Water Pump 1AMWP00037

Rendezvous 2005-2002 3.4L V6 207 CID Engine Water Pump 1AMWP00080

Riviera 1999-1996 3.8L V6 3800cc 231 CID Engine Water Pump 1AMWP00081

Riviera 1995,1993-1986 3.8L V6 3800cc 231 CID Engine Water Pump 1AMWP00085

Skyhawk 1989-1987 2.0L L4 122 CID Accessory Belt Driven Engine Water Pump 1AMWP00084

Skylark 1998-1994 3.1L V6 189 CID Engine Water Pump 1AMWP00080

Skylark 1993-1989 3.3L V6 204 CID Engine Water Pump 1AMWP00085

Skylark 1988-1986 3.0L V6 181 CID Engine Water Pump 1AMWP00085
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Buick (continued)

Skylark 1979 5.0L V8 305 CID; VIN G Engine Water Pump 1AMWP00017

Skylark 1979-1977 5.7L V8 350 CID; VIN L Engine Water Pump 1AMWP00017

Skylark 1978-1977 5.0L V8 305 CID; VIN U Engine Water Pump 1AMWP00017

Somerset 1987-1986 3.0L V6 181 CID Engine Water Pump 1AMWP00085

Somerset Regal 1985 3.0L V6 181 CID Engine Water Pump 1AMWP00085

Terraza 2007-2006 3.9L V6 3880cc 237 CID Engine Water Pump 1AMWP00021

Terraza 2006-2005 3.5L V6 213 CID Engine Water Pump 1AMWP00080

Verano 2013 2.0L L4 1998cc 122 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

Verano 2013-2012 2.4L L4 145 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

Cadillac

60 Special 1993 4.9L V8 300 CID Engine Water Pump 1AMWP00004

ATS 2013 3.6L V6 217 CID Engine Water Pump 1AMWP00037

Allante 1992-1989 4.5L V8 273 CID Engine Water Pump 1AMWP00004

Allante 1988-1987 4.1L V8 250 CID Engine Water Pump 1AMWP00004

Brougham 1992-1991 5.0L V8 305 CID; VIN E Engine Water Pump 1AMWP00068

Brougham 1992-1990 5.7L V8 350 CID; VIN 7 Engine Water Pump 1AMWP00068

CTS 2013-2010 3.0L V6 182 CID Engine Water Pump 1AMWP00037

CTS 2013-2004 3.6L V6 217 CID Engine Water Pump 1AMWP00037

CTS 2007-2005 2.8L V6 2792cc 170 CID Engine Water Pump 1AMWP00037

CTS 2004-2003 3.2L V6 197 CID Engine Water Pump 1AMWP00066

Catera 2001-1997 3.0L V6 2962cc 181 CID Engine Water Pump 1AMWP00066

Cimarron 1988-1987 2.8L V6 173 CID Engine Water Pump 1AMWP00080

Commercial Chassis 1993-1991 4.9L V8 300 CID Engine Water Pump 1AMWP00004

Commercial Chassis 1993-1992 5.7L V8 350 CID Engine Water Pump 1AMWP00068

Commercial Chassis 1990-1988 4.5L V8 273 CID Engine Water Pump 1AMWP00004

Commercial Chassis 1987-1985 4.1L V8 250 CID Engine Water Pump 1AMWP00004

DeVille 2005-1995 4.6L V8 281 CID Special Installation Tool Will Be Required Engine Water Pump 1AMWP00007

DeVille 1995-1991 4.9L V8 300 CID Engine Water Pump 1AMWP00004

DeVille 1990-1988 4.5L V8 273 CID Engine Water Pump 1AMWP00004

DeVille 1987-1985 4.1L V8 250 CID Engine Water Pump 1AMWP00004

Eldorado 2002-1995 4.6L V8 281 CID Special Installation Tool Will Be Required Engine Water Pump 1AMWP00007

Eldorado 1993-1991 4.9L V8 300 CID Engine Water Pump 1AMWP00004

Eldorado 1990-1988 4.5L V8 273 CID Engine Water Pump 1AMWP00004

Eldorado 1987-1986 4.1L V8 250 CID Engine Water Pump 1AMWP00004

Escalade 2006-2002 6.0L V8 5967cc 364 CID Engine Water Pump 1AMWP00071

Escalade 2005-2002 5.3L V8 325 CID Engine Water Pump 1AMWP00071

Escalade 2000-1999 5.7L V8 350 CID Engine Water Pump 1AMWP00076

Escalade ESV 2006-2003 6.0L V8 5967cc 364 CID Engine Water Pump 1AMWP00071

Escalade EXT 2006-2002 6.0L V8 5967cc 364 CID Engine Water Pump 1AMWP00071

Fleetwood 1993 5.7L V8 350 CID; VIN 7 Engine Water Pump 1AMWP00068

Fleetwood 1992-1991 4.9L V8 300 CID Engine Water Pump 1AMWP00004

Fleetwood 1990-1988 4.5L V8 273 CID Engine Water Pump 1AMWP00004

Fleetwood 1987-1985 4.1L V8 250 CID; FWD Engine Water Pump 1AMWP00004

SRX 2013-2012,2009-2004 3.6L V6 217 CID Engine Water Pump 1AMWP00037

SRX 2011-2010 2.8L V6 2792cc 170 CID Engine Water Pump 1AMWP00037

SRX 2011-2010 3.0L V6 182 CID Engine Water Pump 1AMWP00037

STS 2011-2005 3.6L V6 217 CID Engine Water Pump 1AMWP00037

Seville 2004-1995 4.6L V8 281 CID Special Installation Tool Will Be Required Engine Water Pump 1AMWP00007

Seville 1993-1991 4.9L V8 300 CID Engine Water Pump 1AMWP00004

Seville 1990-1988 4.5L V8 273 CID Engine Water Pump 1AMWP00004

Seville 1987-1986 4.1L V8 250 CID Engine Water Pump 1AMWP00004
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Cadillac (continued)

XTS 2013 3.6L V6 217 CID Engine Water Pump 1AMWP00037

Checker

Marathon 1982-1980 3.8L V6 229 CID Engine Water Pump 1AMWP00017

Marathon 1979-1974 5.7L V8 350 CID w/Threaded Bolt Hole In Lower Right
Corner

Engine Water Pump 1AMWP00017

Chevrolet

Astro 2005-1996 4.3L V6 262 CID Engine Water Pump 1AMWP00076

Astro 1995-1987 4.3L V6 262 CID Engine Water Pump 1AMWP00068

Astro 1986-1985 4.3L V6 262 CID Engine Water Pump 1AMWP00017

Avalanche 1500 2006 5.3L V8 325 CID Engine Water Pump 1AMWP00071

Avalanche 1500 2006 5.3L V8 5328cc 325 CID Engine Water Pump 1AMWP00071

Avalanche 1500 2005-2002 5.3L V8 323 CID Engine Water Pump 1AMWP00071

Aveo 2008-2004 1.6L L4 1598cc 98 CID This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00065

Aveo5 2008-2006 1.6L L4 1598cc 98 CID This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00065

Bel Air 1981 4.4L V8 267 CID Engine Water Pump 1AMWP00017

Bel Air 1981 5.0L V8 305 CID Engine Water Pump 1AMWP00017

Beretta 1996-1992 2.2L L4 2190cc 134 CID Engine Water Pump 1AMWP00084

Beretta 1996-1990 3.1L V6 189 CID Engine Water Pump 1AMWP00080

Beretta 1991-1990 2.2L L4 134 CID Engine Water Pump 1AMWP00084

Beretta 1989-1987 2.0L L4 122 CID Engine Water Pump 1AMWP00084

Beretta 1989-1987 2.8L V6 173 CID Engine Water Pump 1AMWP00080

Blazer 2005-1996 4.3L V6 262 CID Engine Water Pump 1AMWP00076

Blazer 1995 4.3L V6 262 CID Engine Water Pump 1AMWP00068

Blazer 1994-1989 5.7L V8 350 CID Engine Water Pump 1AMWP00068

Blazer 1988-1987 5.7L V8 350 CID Engine Water Pump 1AMWP00017

Blazer 1987 5.0L V8 305 CID Engine Water Pump 1AMWP00017

C10 1986-1985 4.3L V6 262 CID Engine Water Pump 1AMWP00017

C10 1986-1977 5.0L V8 305 CID; GAS Engine Water Pump 1AMWP00017

C10 1986-1977 5.7L V8 350 CID; GAS Engine Water Pump 1AMWP00017

C10 1980-1977 6.6L V8 400 CID Engine Water Pump 1AMWP00017

C10 Suburban 1986-1977 5.0L V8 305 CID Engine Water Pump 1AMWP00017

C10 Suburban 1986-1977 5.7L V8 350 CID Engine Water Pump 1AMWP00017

C1500 1999-1996 5.0L V8 305 CID Engine Water Pump 1AMWP00076

C1500 1999-1996 5.7L V8 350 CID Engine Water Pump 1AMWP00076

C1500 1998-1996 4.3L V6 262 CID Engine Water Pump 1AMWP00076

C1500 1995-1988 4.3L V6 262 CID Engine Water Pump 1AMWP00068

C1500 1995-1988 5.0L V8 305 CID Engine Water Pump 1AMWP00068

C1500 1995-1993,1991-1988 5.7L V8 350 CID Engine Water Pump 1AMWP00068

C1500 1992 5.7L V8 350 CID w/6.9" Hub Height Engine Water Pump 1AMWP00068

C1500 Suburban 1999-1996 5.7L V8 350 CID Engine Water Pump 1AMWP00076

C1500 Suburban 1995-1993 5.7L V8 350 CID Engine Water Pump 1AMWP00068

C1500 Suburban 1992 5.7L V8 350 CID w/6.9" Hub Height Engine Water Pump 1AMWP00068

C20 1986-1985 4.3L V6 262 CID Engine Water Pump 1AMWP00017

C20 1986-1977 5.0L V8 305 CID; GAS Engine Water Pump 1AMWP00017

C20 1986-1977 5.7L V8 350 CID; GAS Engine Water Pump 1AMWP00017

C20 1980-1977 6.6L V8 400 CID Engine Water Pump 1AMWP00017

C20 Suburban 1986-1977 5.0L V8 305 CID Engine Water Pump 1AMWP00017

C20 Suburban 1986-1977 5.7L V8 350 CID Engine Water Pump 1AMWP00017

C20 Suburban 1980-1977 6.6L V8 400 CID Engine Water Pump 1AMWP00017

C2500 2000-1996 5.7L V8 350 CID Engine Water Pump 1AMWP00076

C2500 1998-1996 5.0L V8 305 CID Engine Water Pump 1AMWP00076

C2500 1995-1988 4.3L V6 262 CID Engine Water Pump 1AMWP00068

C2500 1995-1988 5.0L V8 305 CID Engine Water Pump 1AMWP00068

C2500 1995-1993,1991-1988 5.7L V8 350 CID Engine Water Pump 1AMWP00068

C2500 1992 5.7L V8 350 CID w/6.9" Hub Height Engine Water Pump 1AMWP00068

C2500 Suburban 1999-1996 5.7L V8 350 CID Engine Water Pump 1AMWP00076
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Chevrolet (continued)

C2500 Suburban 1995-1993 5.7L V8 350 CID Engine Water Pump 1AMWP00068

C2500 Suburban 1992 5.7L V8 350 CID w/6.9" Hub Height Engine Water Pump 1AMWP00068

C30 1986,1979-1978 5.0L V8 305 CID; GAS Engine Water Pump 1AMWP00017

C30 1986-1977 5.7L V8 350 CID; GAS Engine Water Pump 1AMWP00017

C30 1979-1977 6.6L V8 400 CID Engine Water Pump 1AMWP00017

C3500 2000-1996 5.7L V8 350 CID Engine Water Pump 1AMWP00076

C3500 1995-1993,1991-1988 5.7L V8 350 CID Engine Water Pump 1AMWP00068

C3500 1992 5.7L V8 350 CID w/6.9" Hub Height Engine Water Pump 1AMWP00068

C4500 Kodiak 2005-2003 6.6L V8 403 CID Engine Water Pump 1AMWP00043

C5500 Kodiak 2005-2003 6.6L V8 403 CID Engine Water Pump 1AMWP00043

Camaro 2010 3.6L V6 217 CID; VIN V Engine Water Pump 1AMWP00037

Camaro 2002-1995 3.8L V6 3800cc 231 CID Engine Water Pump 1AMWP00081

Camaro 2002-1998 5.7L V8 350 CID Engine Water Pump 1AMWP00046

Camaro 1992-1988 5.0L V8 305 CID Engine Water Pump 1AMWP00068

Camaro 1992-1988 5.7L V8 350 CID Engine Water Pump 1AMWP00068

Camaro 1987-1977 5.0L V8 305 CID Engine Water Pump 1AMWP00017

Camaro 1987,1981-1977 5.7L V8 350 CID Engine Water Pump 1AMWP00017

Camaro 1981-1980 3.8L V6 229 CID Engine Water Pump 1AMWP00017

Camaro 1981-1980 4.4L V8 267 CID Engine Water Pump 1AMWP00017

Caprice 2013-2012 3.6L V6 217 CID Engine Water Pump 1AMWP00037

Caprice 1993-1992,1990-1989 4.3L V6 262 CID Engine Water Pump 1AMWP00068

Caprice 1990-1989 5.0L V8 305 CID; VIN E Engine Water Pump 1AMWP00068

Caprice 1990-1989 5.7L V8 350 CID; VIN 7 Engine Water Pump 1AMWP00068

Caprice 1988-1985 4.3L V6 262 CID Engine Water Pump 1AMWP00017

Caprice 1988-1982 5.0L V8 305 CID; GAS; VIN H Engine Water Pump 1AMWP00017

Caprice 1988-1985 5.7L V8 350 CID; GAS; VIN 6 Engine Water Pump 1AMWP00017

Caprice 1984-1980 3.8L V6 229 CID Engine Water Pump 1AMWP00017

Caprice 1982-1980 4.4L V8 267 CID Engine Water Pump 1AMWP00017

Caprice 1981-1977 5.0L V8 305 CID Engine Water Pump 1AMWP00017

Caprice 1981-1977 5.7L V8 350 CID Engine Water Pump 1AMWP00017

Captiva Sport 2013-2012 2.4L L4 145 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

Captiva Sport 2012 3.0L V6 182 CID Engine Water Pump 1AMWP00037

Cavalier 2005-2002 2.2L L4 2198cc 134 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

Cavalier 2004-2003 2.2L L4 134 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

Cavalier 2002 2.2L L4 2190cc 134 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

Cavalier 2002 2.2L L4 2190cc 134 CID Belt Driven Engine Water Pump 1AMWP00084

Cavalier 2002 2.2L L4 2198cc 134 CID Belt Driven Engine Water Pump 1AMWP00084

Cavalier 2001-1992 2.2L L4 2190cc 134 CID Engine Water Pump 1AMWP00084

Cavalier 1994-1990 3.1L V6 189 CID Engine Water Pump 1AMWP00080

Cavalier 1991-1990 2.2L L4 134 CID Engine Water Pump 1AMWP00084

Cavalier 1989-1987 2.0L L4 122 CID Engine Water Pump 1AMWP00084

Cavalier 1989-1987 2.8L V6 173 CID Engine Water Pump 1AMWP00080

Celebrity 1990 3.1L V6 189 CID Engine Water Pump 1AMWP00080
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Chevrolet (continued)

Celebrity 1989-1987 2.8L V6 173 CID Engine Water Pump 1AMWP00080

Classic 2005-2004 2.2L L4 2198cc 134 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

Cobalt 2010-2008 2.0L L4 1998cc 122 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

Cobalt 2010-2005 2.2L L4 2198cc 134 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

Cobalt 2008-2006 2.4L L4 145 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

Cobalt 2007-2005 2.0L L4 122 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

Colorado 2012-2007 2.9L L4 2921cc 178 CID Engine Water Pump 1AMWP00062

Colorado 2012-2007 3.7L L5 3654cc 223 CID Engine Water Pump 1AMWP00062

Colorado 2006-2004 2.8L L4 2770cc 169 CID Engine Water Pump 1AMWP00062

Colorado 2006-2004 3.5L L5 3460cc 211 CID Engine Water Pump 1AMWP00062

Commercial Chassis 1992 4.3L V6 262 CID Engine Water Pump 1AMWP00068

Corsica 1996-1992 2.2L L4 2190cc 134 CID Engine Water Pump 1AMWP00084

Corsica 1996-1990 3.1L V6 189 CID Engine Water Pump 1AMWP00080

Corsica 1991-1990 2.2L L4 134 CID Engine Water Pump 1AMWP00084

Corsica 1989-1987 2.0L L4 122 CID Engine Water Pump 1AMWP00084

Corsica 1989-1987 2.8L V6 173 CID Engine Water Pump 1AMWP00080

Corvette 2004-1997 5.7L V8 350 CID Engine Water Pump 1AMWP00046

El Camino 1987-1985 4.3L V6 262 CID Engine Water Pump 1AMWP00017

El Camino 1987-1977 5.0L V8 305 CID Engine Water Pump 1AMWP00017

El Camino 1984-1980 3.8L V6 229 CID Engine Water Pump 1AMWP00017

El Camino 1982-1979 4.4L V8 267 CID Engine Water Pump 1AMWP00017

El Camino 1979-1978 3.3L V6 200 CID Engine Water Pump 1AMWP00017

El Camino 1979-1977 5.7L V8 350 CID Engine Water Pump 1AMWP00017

Equinox 2013-2012,2010 2.4L L4 145 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

Equinox 2013,2009-2008 3.6L V6 217 CID Engine Water Pump 1AMWP00037

Equinox 2012-2010 3.0L V6 182 CID Engine Water Pump 1AMWP00037

Equinox 2011 2.4L L4 2384cc 145 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

Express 1500 2013 4.3L V6 4293cc 262 CID Engine Water Pump 1AMWP00076

Express 1500 2012-1998 4.3L V6 262 CID Engine Water Pump 1AMWP00076

Express 1500 2006 5.3L V8 325 CID Engine Water Pump 1AMWP00071

Express 1500 2005-2003 5.3L V8 323 CID Engine Water Pump 1AMWP00071

Express 1500 2002-1996 5.0L V8 305 CID Engine Water Pump 1AMWP00076
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Chevrolet (continued)

Express 1500 2002-1996 5.7L V8 350 CID Engine Water Pump 1AMWP00076

Express 1500 1997-1996 4.3L V6 262 CID w/Thread On Fan Clutch Engine Water Pump 1AMWP00076

Express 1500 1996 4.3L V6 262 CID w/Bolt On Fan Clutch Engine Water Pump 1AMWP00068

Express 2500 2006-2003 4.8L V8 294 CID Engine Water Pump 1AMWP00071

Express 2500 2006-2003 6.0L V8 5967cc 364 CID Engine Water Pump 1AMWP00071

Express 2500 2005-1998 4.3L V6 262 CID Engine Water Pump 1AMWP00076

Express 2500 2005-2003 5.3L V8 323 CID Engine Water Pump 1AMWP00071

Express 2500 2002-1996 5.0L V8 305 CID Engine Water Pump 1AMWP00076

Express 2500 2002-1996 5.7L V8 350 CID Engine Water Pump 1AMWP00076

Express 2500 1997-1996 4.3L V6 262 CID w/Thread On Fan Clutch Engine Water Pump 1AMWP00076

Express 2500 1996 4.3L V6 262 CID w/Bolt On Fan Clutch Engine Water Pump 1AMWP00068

Express 3500 2006-2005 4.8L V8 294 CID Engine Water Pump 1AMWP00071

Express 3500 2006-2003 6.0L V8 5967cc 364 CID Engine Water Pump 1AMWP00071

Express 3500 2002-1996 5.7L V8 350 CID Engine Water Pump 1AMWP00076

G10 1995-1987 4.3L V6 262 CID Engine Water Pump 1AMWP00068

G10 1995-1989 5.0L V8 305 CID Engine Water Pump 1AMWP00068

G10 1993-1989 5.7L V8 350 CID Engine Water Pump 1AMWP00068

G10 1988-1987 5.0L V8 305 CID w/Out Serp Belt Engine Water Pump 1AMWP00017

G10 1988-1987 5.0L V8 305 CID w/Serp Belt Engine Water Pump 1AMWP00068

G10 1988-1987 5.7L V8 350 CID w/Out Serp Belt Engine Water Pump 1AMWP00017

G10 1988-1987 5.7L V8 350 CID w/Serp Belt Engine Water Pump 1AMWP00068

G10 1986-1985 4.3L V6 262 CID Engine Water Pump 1AMWP00017

G10 1986-1977 5.0L V8 305 CID Engine Water Pump 1AMWP00017

G10 1986-1977 5.7L V8 350 CID Engine Water Pump 1AMWP00017

G10 Van 1972-1971 5.0L V8 307 CID w/Threaded Power Steering Boss Engine Water Pump 1AMWP00017

G10 Van 1972-1971 5.7L V8 350 CID w/Threaded Power Steering Boss Engine Water Pump 1AMWP00017

G10 Van 1972 5.7L V8 5737cc 350 CID w/Threaded Power Steering Boss Engine Water Pump 1AMWP00017

G20 1995-1987 4.3L V6 262 CID Engine Water Pump 1AMWP00068

G20 1995-1989 5.0L V8 305 CID Engine Water Pump 1AMWP00068

G20 1995-1989 5.7L V8 350 CID Engine Water Pump 1AMWP00068

G20 1988-1987 5.0L V8 305 CID w/Out Serp Belt Engine Water Pump 1AMWP00017

G20 1988-1987 5.0L V8 305 CID w/Serp Belt Engine Water Pump 1AMWP00068

G20 1988-1987 5.7L V8 350 CID w/Serp Belt Engine Water Pump 1AMWP00068

G20 1988-1987 5.7L V8 350 CID w/Out Serp Belt Engine Water Pump 1AMWP00017

G20 1986-1985 4.3L V6 262 CID Engine Water Pump 1AMWP00017

G20 1986-1977 5.0L V8 305 CID Engine Water Pump 1AMWP00017

G20 1986-1977 5.7L V8 350 CID Engine Water Pump 1AMWP00017

G20 1980-1977 6.6L V8 400 CID Engine Water Pump 1AMWP00017

G20 Van 1972-1971 5.0L V8 5031cc 307 CID w/Threaded Power Steering Boss Engine Water Pump 1AMWP00017

G20 Van 1972-1971 5.7L V8 350 CID w/Threaded Power Steering Boss Engine Water Pump 1AMWP00017

G20 Van 1972-1971 5.7L V8 5736cc 350 CID w/Threaded Power Steering Boss Engine Water Pump 1AMWP00017

G20 Van 1972 5.7L V8 5737cc 350 CID w/Threaded Power Steering Boss Engine Water Pump 1AMWP00017

G30 1996 4.3L V6 262 CID w/Thread On Fan Clutch Engine Water Pump 1AMWP00076

G30 1996 4.3L V6 262 CID w/Bolt On Fan Clutch Engine Water Pump 1AMWP00068

G30 1996-1989 5.7L V8 350 CID Engine Water Pump 1AMWP00068

G30 1995-1987 4.3L V6 262 CID Engine Water Pump 1AMWP00068

G30 1988-1987 5.7L V8 350 CID w/Out Serp Belt Engine Water Pump 1AMWP00017

G30 1988-1987 5.7L V8 350 CID w/Serp Belt Engine Water Pump 1AMWP00068

G30 1986-1985 4.3L V6 262 CID Engine Water Pump 1AMWP00017

G30 1986-1977 5.7L V8 350 CID Engine Water Pump 1AMWP00017

G30 1985,1982,1979-1978 5.0L V8 305 CID Engine Water Pump 1AMWP00017

G30 1980-1977 6.6L V8 400 CID Engine Water Pump 1AMWP00017

G30 Van 1972-1971 5.7L V8 350 CID w/Threaded Power Steering Boss Engine Water Pump 1AMWP00017

G30 Van 1972 5.7L V8 5737cc 350 CID w/Threaded Power Steering Boss Engine Water Pump 1AMWP00017

HHR 2011-2009,2006 2.2L L4 2189cc 134 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014
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Chevrolet (continued)

HHR 2011-2006 2.4L L4 145 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

HHR 2010-2008 2.0L L4 1998cc 122 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

HHR 2008-2007 2.2L L4 2198cc 134 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

Impala 2013-2012 3.6L V6 217 CID Engine Water Pump 1AMWP00037

Impala 2011-2006 3.5L V6 3490cc 213 CID Engine Water Pump 1AMWP00021

Impala 2011-2006 3.9L V6 3880cc 237 CID Engine Water Pump 1AMWP00021

Impala 2005-2000 3.4L V6 207 CID Engine Water Pump 1AMWP00080

Impala 2005-2000 3.8L V6 3800cc 231 CID Engine Water Pump 1AMWP00081

Impala 1985 4.3L V6 262 CID Engine Water Pump 1AMWP00017

Impala 1985-1982 5.0L V8 305 CID; GAS; VIN H Engine Water Pump 1AMWP00017

Impala 1985-1983 5.7L V8 350 CID; GAS; VIN 6 Engine Water Pump 1AMWP00017

Impala 1984-1980 3.8L V6 229 CID Engine Water Pump 1AMWP00017

Impala 1982-1980 4.4L V8 267 CID Engine Water Pump 1AMWP00017

Impala 1982 5.7L V8 350 CID; GAS; VIN L Engine Water Pump 1AMWP00017

Impala 1981-1977 5.0L V8 305 CID Engine Water Pump 1AMWP00017

Impala 1981-1977 5.7L V8 350 CID Engine Water Pump 1AMWP00017

K10 1986-1985 4.3L V6 262 CID Engine Water Pump 1AMWP00017

K10 1986-1981,1979-1977 5.0L V8 305 CID; GAS Engine Water Pump 1AMWP00017

K10 1986-1977 5.7L V8 350 CID; GAS Engine Water Pump 1AMWP00017

K10 1980-1977 6.6L V8 400 CID Engine Water Pump 1AMWP00017

K10 Suburban 1986-1977 5.0L V8 305 CID Engine Water Pump 1AMWP00017

K10 Suburban 1986-1977 5.7L V8 350 CID Engine Water Pump 1AMWP00017

K10 Suburban 1979-1977 6.6L V8 400 CID Engine Water Pump 1AMWP00017

K1500 1999-1996 5.0L V8 305 CID Engine Water Pump 1AMWP00076

K1500 1999-1996 5.7L V8 350 CID Engine Water Pump 1AMWP00076

K1500 1998-1996 4.3L V6 262 CID Engine Water Pump 1AMWP00076

K1500 1995-1988 4.3L V6 262 CID Engine Water Pump 1AMWP00068

K1500 1995-1988 5.0L V8 305 CID Engine Water Pump 1AMWP00068

K1500 1995-1993,1991-1988 5.7L V8 350 CID Engine Water Pump 1AMWP00068

K1500 1992 5.7L V8 350 CID w/6.9" Hub Height Engine Water Pump 1AMWP00068

K1500 Suburban 1999-1996 5.7L V8 350 CID Engine Water Pump 1AMWP00076

K1500 Suburban 1995-1993 5.7L V8 350 CID Engine Water Pump 1AMWP00068

K1500 Suburban 1992 5.7L V8 350 CID w/6.9" Hub Height Engine Water Pump 1AMWP00068

K20 1986-1977 5.7L V8 350 CID; GAS Engine Water Pump 1AMWP00017

K20 1985 4.3L V6 262 CID Engine Water Pump 1AMWP00017

K20 1985,1980,1978-1977 5.0L V8 305 CID; GAS Engine Water Pump 1AMWP00017

K20 1980-1977 6.6L V8 400 CID Engine Water Pump 1AMWP00017

K20 Suburban 1986-1985,1978-1977 5.0L V8 305 CID Engine Water Pump 1AMWP00017

K20 Suburban 1986-1977 5.7L V8 350 CID Engine Water Pump 1AMWP00017

K20 Suburban 1980-1977 6.6L V8 400 CID Engine Water Pump 1AMWP00017

K2500 2000-1996 5.7L V8 350 CID Engine Water Pump 1AMWP00076

K2500 1998-1997 5.0L V8 305 CID Engine Water Pump 1AMWP00076

K2500 1995-1988 4.3L V6 262 CID Engine Water Pump 1AMWP00068

K2500 1995-1988 5.0L V8 305 CID Engine Water Pump 1AMWP00068

K2500 1995-1993,1991-1988 5.7L V8 350 CID Engine Water Pump 1AMWP00068

K2500 1992 5.7L V8 350 CID w/6.9" Hub Height Engine Water Pump 1AMWP00068

K2500 Suburban 1999-1996 5.7L V8 350 CID Engine Water Pump 1AMWP00076
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K2500 Suburban 1995-1993 5.7L V8 350 CID Engine Water Pump 1AMWP00068

K2500 Suburban 1992 5.7L V8 350 CID w/6.9" Hub Height Engine Water Pump 1AMWP00068

K30 1986-1977 5.7L V8 350 CID; GAS Engine Water Pump 1AMWP00017

K30 1980-1977 6.6L V8 400 CID Engine Water Pump 1AMWP00017

K3500 2000-1996 5.7L V8 350 CID Engine Water Pump 1AMWP00076

K3500 1995-1993,1991-1988 5.7L V8 350 CID Engine Water Pump 1AMWP00068

K3500 1992 5.7L V8 350 CID w/6.9" Hub Height Engine Water Pump 1AMWP00068

K5 Blazer 1986-1977 5.0L V8 305 CID Engine Water Pump 1AMWP00017

K5 Blazer 1986-1977 5.7L V8 350 CID Engine Water Pump 1AMWP00017

K5 Blazer 1979-1977 6.6L V8 400 CID Engine Water Pump 1AMWP00017

LLV 1995-1994 2.2L L4 2190cc 134 CID Engine Water Pump 1AMWP00084

Lumina 2001-1990 3.1L V6 189 CID Engine Water Pump 1AMWP00080

Lumina 1999-1998 3.8L V6 3800cc 231 CID Engine Water Pump 1AMWP00081

Lumina 1997,1995-1991 3.4L V6 207 CID Engine Water Pump 1AMWP00080

Lumina 1993 2.2L L4 2180cc 133 CID Engine Water Pump 1AMWP00084

Lumina APV 1996 3.4L V6 207 CID Engine Water Pump 1AMWP00080

Lumina APV 1995-1990 3.1L V6 189 CID Engine Water Pump 1AMWP00080

Lumina APV 1995-1992 3.8L V6 3800cc 231 CID Engine Water Pump 1AMWP00085

Malibu 2013 2.4L L4 2384cc 145 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

Malibu 2012-2008 2.4L L4 145 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

Malibu 2012-2008 3.6L V6 217 CID Engine Water Pump 1AMWP00037

Malibu 2010-2007 3.5L V6 3490cc 213 CID Engine Water Pump 1AMWP00021

Malibu 2008-2004 2.2L L4 2198cc 134 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

Malibu 2007-2006 3.9L V6 3880cc 237 CID Engine Water Pump 1AMWP00021

Malibu 2006-2004 3.5L V6 213 CID Engine Water Pump 1AMWP00080

Malibu 2003-1997 3.1L V6 189 CID Engine Water Pump 1AMWP00080

Malibu 1983-1980 3.8L V6 229 CID Engine Water Pump 1AMWP00017

Malibu 1983-1977 5.0L V8 305 CID Engine Water Pump 1AMWP00017

Malibu 1982-1979 4.4L V8 267 CID Engine Water Pump 1AMWP00017

Malibu 1981-1977 5.7L V8 350 CID Engine Water Pump 1AMWP00017

Malibu 1979-1978 3.3L V6 200 CID Engine Water Pump 1AMWP00017

Metro 2001-1998,1992 1.3L L4 1295cc 79 CID Engine Water Pump 1AMWP00034

Metro 2000-1998 1.0L L3 993cc 61 CID Engine Water Pump 1AMWP00034

Monte Carlo 2007-2006 3.5L V6 3490cc 213 CID Engine Water Pump 1AMWP00021

Monte Carlo 2006 3.9L V6 3880cc 237 CID Engine Water Pump 1AMWP00021

Monte Carlo 2005-2000,1997,1995 3.4L V6 207 CID Engine Water Pump 1AMWP00080

Monte Carlo 2005-1998 3.8L V6 3800cc 231 CID Engine Water Pump 1AMWP00081

Monte Carlo 1999-1995 3.1L V6 189 CID Engine Water Pump 1AMWP00080

Monte Carlo 1988-1985 4.3L V6 262 CID Engine Water Pump 1AMWP00017

Monte Carlo 1988-1977 5.0L V8 305 CID Engine Water Pump 1AMWP00017

Monte Carlo 1984-1980 3.8L V6 229 CID Engine Water Pump 1AMWP00017

Monte Carlo 1982-1979 4.4L V8 267 CID Engine Water Pump 1AMWP00017

Monte Carlo 1979-1978 3.3L V6 200 CID Engine Water Pump 1AMWP00017

Monte Carlo 1977 5.7L V8 350 CID Engine Water Pump 1AMWP00017

Nova 1988-1985 1.6L L4 1588cc 98 CID; CARB Engine Water Pump 1AMWP00003

Nova 1979-1977 5.0L V8 305 CID Engine Water Pump 1AMWP00017

Nova 1979-1977 5.7L V8 350 CID Engine Water Pump 1AMWP00017
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P10 1979 5.0L V8 305 CID Engine Water Pump 1AMWP00017

P10 1978-1977 5.7L V8 350 CID Engine Water Pump 1AMWP00017

P10 1977 6.6L V8 400 CID Engine Water Pump 1AMWP00017

P20 1989-1977 5.7L V8 350 CID Engine Water Pump 1AMWP00017

P30 1999-1996 4.3L V6 262 CID Engine Water Pump 1AMWP00076

P30 1999-1996 5.7L V8 350 CID; VIN R Engine Water Pump 1AMWP00076

P30 1996 5.7L V8 350 CID; VIN K Engine Water Pump 1AMWP00017

P30 1995-1990 4.3L V6 262 CID Engine Water Pump 1AMWP00017

P30 1995-1977 5.7L V8 350 CID Engine Water Pump 1AMWP00017

P40 1990-1985 4.3L V6 262 CID Engine Water Pump 1AMWP00017

R10 1987 4.3L V6 262 CID Engine Water Pump 1AMWP00017

R10 1987 5.0L V8 305 CID Engine Water Pump 1AMWP00017

R10 1987 5.7L V8 350 CID Engine Water Pump 1AMWP00017

R10 Suburban 1988-1987 5.7L V8 350 CID Engine Water Pump 1AMWP00017

R10 Suburban 1987 5.0L V8 305 CID Engine Water Pump 1AMWP00017

R1500 Suburban 1991-1989 5.7L V8 350 CID Engine Water Pump 1AMWP00068

R20 1988-1987 5.7L V8 350 CID Engine Water Pump 1AMWP00017

R20 1987 4.3L V6 262 CID Engine Water Pump 1AMWP00017

R20 1987 5.0L V8 305 CID Engine Water Pump 1AMWP00017

R20 Suburban 1988-1987 5.7L V8 350 CID Engine Water Pump 1AMWP00017

R2500 Suburban 1991-1989 5.7L V8 350 CID Engine Water Pump 1AMWP00068

R30 1988-1987 5.7L V8 350 CID Engine Water Pump 1AMWP00017

R3500 1991-1989 5.7L V8 350 CID Engine Water Pump 1AMWP00017

S10 2004-1996 4.3L V6 262 CID Engine Water Pump 1AMWP00076

S10 2003-1994 2.2L L4 2190cc 134 CID Engine Water Pump 1AMWP00084

S10 1995-1988 4.3L V6 262 CID Engine Water Pump 1AMWP00068

S10 Blazer 1994-1988 4.3L V6 262 CID Engine Water Pump 1AMWP00068

SSR 2006-2005 6.0L V8 364 CID Engine Water Pump 1AMWP00071

SSR 2004-2003 5.3L V8 325 CID Engine Water Pump 1AMWP00071

Silverado 1500 2013 4.3L V6 4293cc 262 CID Engine Water Pump 1AMWP00076

Silverado 1500 2012-1999 4.3L V6 262 CID Engine Water Pump 1AMWP00076

Silverado 1500 2006-1999 4.8L V8 294 CID Engine Water Pump 1AMWP00071

Silverado 1500 2006 5.3L V8 325 CID Engine Water Pump 1AMWP00071

Silverado 1500 2006 5.3L V8 5328cc 325 CID Engine Water Pump 1AMWP00071

Silverado 1500 2006-2003 6.0L V8 5967cc 364 CID Engine Water Pump 1AMWP00071

Silverado 1500 2005-1999 5.3L V8 323 CID Engine Water Pump 1AMWP00071

Silverado 1500 HD 2006-2005,2003-2001 6.0L V8 5967cc 364 CID Engine Water Pump 1AMWP00071

Silverado 2500 2004-1999 6.0L V8 5967cc 364 CID Engine Water Pump 1AMWP00071

Silverado 2500 2000-1999 5.3L V8 323 CID Engine Water Pump 1AMWP00071

Silverado 2500 HD 2006-2001 6.0L V8 5967cc 364 CID Engine Water Pump 1AMWP00071

Silverado 2500 HD 2005-2001 6.6L V8 400 CID Engine Water Pump 1AMWP00043

Silverado 3500 2006-2001 6.0L V8 5967cc 364 CID Engine Water Pump 1AMWP00071

Silverado 3500 2005-2001 6.6L V8 400 CID Engine Water Pump 1AMWP00043

Sprint 1992-1989 1.0L L3 993cc 61 CID Engine Water Pump 1AMWP00034

Suburban 1500 2006 5.3L V8 5328cc 325 CID Engine Water Pump 1AMWP00071

Suburban 1500 2006 6.0L V8 5967cc 364 CID Engine Water Pump 1AMWP00071

Suburban 1500 2005-2000 5.3L V8 323 CID Engine Water Pump 1AMWP00071

Suburban 2500 2006-2000 6.0L V8 5967cc 364 CID Engine Water Pump 1AMWP00071

Tahoe 2006-2000 4.8L V8 294 CID Engine Water Pump 1AMWP00071

Tahoe 2006 5.3L V8 325 CID Engine Water Pump 1AMWP00071

Tahoe 2006 5.3L V8 5328cc 325 CID Engine Water Pump 1AMWP00071

Tahoe 2005-2000 5.3L V8 323 CID Engine Water Pump 1AMWP00071

Tahoe 2000-1996 5.7L V8 350 CID Engine Water Pump 1AMWP00076

Tahoe 1995 5.7L V8 350 CID Engine Water Pump 1AMWP00068

Trailblazer 2009-2002 4.2L L6 256 CID Engine Water Pump 1AMWP00062

Trailblazer 2006 5.3L V8 325 CID Engine Water Pump 1AMWP00071

Trailblazer 2006 6.0L V8 5967cc 364 CID Engine Water Pump 1AMWP00071

Trailblazer EXT 2006-2002 4.2L L6 256 CID Engine Water Pump 1AMWP00062

10



MAKE/MODEL MODEL YEAR APPLICATION QUALIFIER PRODUCT PART NUMBER
Chevrolet (continued)

Trailblazer EXT 2006,2004-2003 5.3L V8 325 CID Engine Water Pump 1AMWP00071

Trailblazer EXT 2005 5.3L V8 323 CID Engine Water Pump 1AMWP00071

Traverse 2013-2009 3.6L V6 217 CID Engine Water Pump 1AMWP00037

Uplander 2009-2006 3.9L V6 3880cc 237 CID Engine Water Pump 1AMWP00021

Uplander 2006-2005 3.5L V6 213 CID Engine Water Pump 1AMWP00080

V10 1987 4.3L V6 262 CID Engine Water Pump 1AMWP00017

V10 1987 5.0L V8 305 CID Engine Water Pump 1AMWP00017

V10 1987 5.7L V8 350 CID Engine Water Pump 1AMWP00017

V10 Suburban 1988-1987 5.7L V8 350 CID Engine Water Pump 1AMWP00017

V1500 Suburban 1991-1989 5.7L V8 350 CID Engine Water Pump 1AMWP00068

V20 1987 5.7L V8 350 CID Engine Water Pump 1AMWP00017

V20 Suburban 1988-1987 5.7L V8 350 CID Engine Water Pump 1AMWP00017

V2500 Suburban 1991-1989 5.7L V8 350 CID Engine Water Pump 1AMWP00068

V30 1988-1987 5.7L V8 350 CID Engine Water Pump 1AMWP00017

V3500 1991-1989 5.7L V8 350 CID Engine Water Pump 1AMWP00017

Venture 2005-1997 3.4L V6 207 CID Engine Water Pump 1AMWP00080

W3500 Tiltmaster 2006-2004 6.0L V8 5967cc 364 CID Engine Water Pump 1AMWP00071

W3500 Tiltmaster 2003-1996 5.7L V8 350 CID From 10-95 Engine Water Pump 1AMWP00076

W4500 Tiltmaster 2006-2004 6.0L V8 5967cc 364 CID Engine Water Pump 1AMWP00071

W4500 Tiltmaster 2003-1998 5.7L V8 350 CID From 10-95 Engine Water Pump 1AMWP00076

Ford

Aerostar 1997-1995 3.0L V6 182 CID Engine Water Pump 1AMWP00015

Aerostar 1997-1990 4.0L V6 245 CID Engine Water Pump 1AMWP00026

Aerostar 1987-1986 2.3L L4 140 CID Engine Water Pump 1AMWP00050

Aspire 1997-1994 1.3L L4 1295cc Engine Water Pump 1AMWP00056

Bronco 1996-1987 5.0L V8 302 CID Engine Water Pump 1AMWP00058

Bronco 1996-1988 5.8L V8 351 CID Engine Water Pump 1AMWP00058

Contour 2000-1998 2.0L L4 1989cc 121 CID Engine Water Pump 1AMWP00074

Crown Victoria 2002-1999 4.6L V8 281 CID Exc. Police, Long Pump Engine Water Pump 1AMWP00016

Crown Victoria 1998 4.6L V8 281 CID Engine Water Pump 1AMWP00016

Crown Victoria 1997-1992 4.6L V8 281 CID Engine Water Pump 1AMWP00011

E-150 2013-2010,2006-2003 4.6L V8 281 CID Engine Water Pump 1AMWP00024

E-150 2013-2003 5.4L V8 330 CID Engine Water Pump 1AMWP00024

E-150 2007 4.6L V8 281 CID To 10-16-06 Engine Water Pump 1AMWP00024

E-150 2003 4.2L V6 256 CID Engine Water Pump 1AMWP00032

E-150 Club Wagon 2005-2003 4.6L V8 281 CID Engine Water Pump 1AMWP00024

E-150 Club Wagon 2005-2003 5.4L V8 330 CID Engine Water Pump 1AMWP00024

E-150 Club Wagon 2003 4.2L V6 256 CID Engine Water Pump 1AMWP00032

E-150 Econoline 2002-1997 4.2L V6 256 CID Engine Water Pump 1AMWP00032

E-150 Econoline 2002-1997 4.6L V8 281 CID Engine Water Pump 1AMWP00061

E-150 Econoline 2002-1997 5.4L V8 330 CID Engine Water Pump 1AMWP00061

E-150 Econoline 1996-1987 5.0L V8 302 CID Engine Water Pump 1AMWP00058

E-150 Econoline 1996-1988 5.8L V8 351 CID Engine Water Pump 1AMWP00058

E-150 Econoline
Club Wagon

2002-1997 4.2L V6 256 CID Engine Water Pump 1AMWP00032

E-150 Econoline
Club Wagon

2002-1997 4.6L V8 281 CID Engine Water Pump 1AMWP00061

E-150 Econoline
Club Wagon

2002-1997 5.4L V8 330 CID Engine Water Pump 1AMWP00061

E-150 Econoline
Club Wagon

1996-1987 5.0L V8 302 CID Engine Water Pump 1AMWP00058

E-150 Econoline
Club Wagon

1996-1988 5.8L V8 351 CID Engine Water Pump 1AMWP00058

E-250 2013-2010,2006-2003 4.6L V8 281 CID Engine Water Pump 1AMWP00024

E-250 2013-2003 5.4L V8 330 CID Engine Water Pump 1AMWP00024

E-250 2007 4.6L V8 281 CID To 10-16-06 Engine Water Pump 1AMWP00024

E-250 2003 4.2L V6 256 CID Engine Water Pump 1AMWP00032

E-250 Econoline 2002-1997 4.2L V6 256 CID Engine Water Pump 1AMWP00032

E-250 Econoline 2002-1997 5.4L V8 330 CID Engine Water Pump 1AMWP00061

E-250 Econoline 1997 4.6L V8 281 CID Engine Water Pump 1AMWP00061
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E-250 Econoline 1996-1988 5.8L V8 351 CID Engine Water Pump 1AMWP00058

E-250 Econoline 1991-1987 5.0L V8 302 CID Engine Water Pump 1AMWP00058

E-250 Econoline
Club Wagon

1991-1988 5.8L V8 351 CID Engine Water Pump 1AMWP00058

E-250 Super Duty 2005-2004 5.4L V8 330 CID Engine Water Pump 1AMWP00024

E-350 2003 5.4L V8 330 CID Engine Water Pump 1AMWP00024

E-350 2003 7.3L V8 445 CID; Turbocharged Direct Injection, Thermostat Located In
Pump Housing; If threaded fitting for heater
hose port at the 12:00 O’clock position is
pipe thread, Weatherhead adapter part #
C3269X10X8 (7/8UNF male by 1/2NPT
female) or equivalent is required.

Engine Water Pump 1AMWP00086

E-350 Club Wagon 2005-2003 5.4L V8 330 CID Engine Water Pump 1AMWP00024

E-350 Club Wagon 2005-2004 6.0L V8 363 CID; VIN P Engine Water Pump 1AMWP00045

E-350 Club Wagon 2003 7.3L V8 445 CID; Turbocharged Direct Injection, Thermostat Located In
Pump Housing; If threaded fitting for heater
hose port at the 12:00 O’clock position is
pipe thread, Weatherhead adapter part #
C3269X10X8 (7/8UNF male by 1/2NPT
female) or equivalent is required.

Engine Water Pump 1AMWP00086

E-350 Econoline 2002-1997 5.4L V8 330 CID Engine Water Pump 1AMWP00061

E-350 Econoline 2002-1996 7.3L V8 445 CID; Turbocharged Direct Injection, Thermostat Located In
Pump Housing; If threaded fitting for heater
hose port at the 12:00 O’clock position is
pipe thread, Weatherhead adapter part #
C3269X10X8 (7/8UNF male by 1/2NPT
female) or equivalent is required.

Engine Water Pump 1AMWP00086

E-350 Econoline 1996-1988 5.8L V8 351 CID Engine Water Pump 1AMWP00058

E-350 Econoline
Club Wagon

2002-1997 5.4L V8 330 CID Engine Water Pump 1AMWP00061

E-350 Econoline
Club Wagon

2002-1996 7.3L V8 445 CID; Turbocharged Direct Injection, Thermostat Located In
Pump Housing; If threaded fitting for heater
hose port at the 12:00 O’clock position is
pipe thread, Weatherhead adapter part #
C3269X10X8 (7/8UNF male by 1/2NPT
female) or equivalent is required.

Engine Water Pump 1AMWP00086

E-350 Econoline
Club Wagon

1996-1988 5.8L V8 351 CID Engine Water Pump 1AMWP00058

E-350 Super Duty 2013-2004 5.4L V8 330 CID Engine Water Pump 1AMWP00024

E-350 Super Duty 2010-2004 6.0L V8 363 CID; VIN P Engine Water Pump 1AMWP00045

E-450 Econoline
Super Duty

2002-2000 5.4L V8 330 CID Engine Water Pump 1AMWP00024

E-450 Econoline
Super Duty

2002-2000 7.3L V8 445 CID Engine Water Pump 1AMWP00086

E-450 Econoline
Super Duty Stripped

2002-2000 5.4L V8 330 CID Engine Water Pump 1AMWP00024

E-450 Econoline
Super Duty Stripped

2002-2000 7.3L V8 445 CID Engine Water Pump 1AMWP00086

E-450 Super Duty 2013-2006,2004-2003 5.4L V8 330 CID Engine Water Pump 1AMWP00024

E-450 Super Duty 2008-2004 6.0L V8 363 CID; VIN P Engine Water Pump 1AMWP00045

E-450 Super Duty 2003 7.3L V8 445 CID Engine Water Pump 1AMWP00086

E-450 Super Duty
Stripped Chassis

2003 5.4L V8 330 CID Engine Water Pump 1AMWP00024

E-450 Super Duty
Stripped Chassis

2003 7.3L V8 445 CID Engine Water Pump 1AMWP00086

E-550 Econoline
Super Duty

2002 7.3L V8 445 CID Engine Water Pump 1AMWP00086

E-550 Super Duty 2003 7.3L V8 445 CID Engine Water Pump 1AMWP00086

Econoline Super
Duty

1999-1997 5.4L V8 330 CID Engine Water Pump 1AMWP00061

Econoline Super
Duty

1999-1996 7.3L V8 445 CID If threaded fitting for heater hose port at the
12:00 O’clock position is pipe thread,
Weatherhead adapter part # C3269X10X8
(7/8UNF male by 1/2NPT female) or
equivalent is required.

Engine Water Pump 1AMWP00086

Econoline Super
Duty

1996 5.8L V8 351 CID Engine Water Pump 1AMWP00058

Edge 2013-2012 2.0L L4 1999cc 122 CID Engine Water Pump 1AMWP00035

Escape 2013 2.0L L4 1999cc 122 CID Engine Water Pump 1AMWP00035

Escape 2013-2009 2.5L L4 2488cc 152 CID Engine Water Pump 1AMWP00035

Escape 2008-2005 2.3L L4 140 CID Engine Water Pump 1AMWP00035

Escape 2008-2007 3.0L V6 183 CID Engine Water Pump 1AMWP00049
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Escape 2006 3.0L V6 183 CID Driven By Exhaust Camshaft Engine Water Pump 1AMWP00049

Escape 2004-2001 2.0L L4 1989cc 121 CID Engine Water Pump 1AMWP00074

Escort 2003-2000 2.0L L4 1989cc 121 CID; ZX2 Engine Water Pump 1AMWP00074

Escort 2002-2001,1999-1998 2.0L L4 1989cc 121 CID; SE;
VIN P

This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00018

Escort 2000-1997 2.0L L4 1989cc 121 CID; LX;
VIN P

This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00018

Escort 2000-1999 2.0L L4 1989cc 121 CID; ZX2
S/R

Engine Water Pump 1AMWP00074

Escort 1999-1998 2.0L L4 1989cc 121 CID; ZX2
Cool Coupe

Engine Water Pump 1AMWP00074

Escort 1999-1998 2.0L L4 1989cc 121 CID; ZX2
Hot Coupe

Engine Water Pump 1AMWP00074

Escort 1997 2.0L L4 1989cc 121 CID; Base;
VIN P

This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00018

Escort 1997 2.0L L4 1989cc 121 CID; Sport;
VIN P

This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00018

Escort 1996-1991 1.9L L4 116 CID From 4-91; This pump is driven off the
timing belt. Timing belt should be replaced
with the pump.

Engine Water Pump 1AMWP00006

Excursion 2005-2003 5.4L V8 330 CID Engine Water Pump 1AMWP00024

Excursion 2005-2004 6.0L V8 363 CID; VIN P From 9-22-03 Engine Water Pump 1AMWP00045

Excursion 2003-2000 7.3L V8 445 CID Engine Water Pump 1AMWP00086

Excursion 2002-2000 5.4L V8 330 CID Engine Water Pump 1AMWP00061

Expedition 2009,2006-2003 5.4L V8 330 CID Engine Water Pump 1AMWP00024

Expedition 2004-2003 4.6L V8 281 CID Engine Water Pump 1AMWP00024

Expedition 2002-1997 4.6L V8 281 CID Engine Water Pump 1AMWP00061

Expedition 2002-1997 5.4L V8 330 CID Engine Water Pump 1AMWP00061

Explorer 2013-2012 2.0L L4 1999cc 122 CID Engine Water Pump 1AMWP00035

Explorer 2010-1997 4.0L V6 245 CID; VIN E Engine Water Pump 1AMWP00057

Explorer 2005-2001 4.0L V6 245 CID; VIN K Engine Water Pump 1AMWP00057

Explorer 2001-1996 5.0L V8 302 CID; VIN P Engine Water Pump 1AMWP00010

Explorer 2000-1991 4.0L V6 245 CID; VIN X Engine Water Pump 1AMWP00026

Explorer Sport Trac 2010-2008,2005-2001 4.0L V6 245 CID; VIN E Engine Water Pump 1AMWP00057

Explorer Sport Trac 2010,2008-2007,2005-2004 4.0L V6 245 CID; VIN K Engine Water Pump 1AMWP00057

F Super Duty 1997-1996 7.3L V8 445 CID; DFI Fuel
Design; Turbocharged

If threaded fitting for heater hose port at the
12:00 O’clock position is pipe thread,
Weatherhead adapter part # C3269X10X8
(7/8UNF male by 1/2NPT female) or
equivalent is required.

Engine Water Pump 1AMWP00086

F-150 2010,2006-2003 4.6L V8 281 CID Engine Water Pump 1AMWP00024

F-150 2009 4.6L V8 281 CID; VIN W Engine Water Pump 1AMWP00024

F-150 2008-2005,2003-1997 4.2L V6 256 CID Engine Water Pump 1AMWP00032

F-150 2006 5.4L V8 330 CID; GAS Engine Water Pump 1AMWP00024

F-150 2005-2003 5.4L V8 330 CID Exc Lightning & Harley Davidson Engine Water Pump 1AMWP00024

F-150 2002-1997 4.6L V8 281 CID Engine Water Pump 1AMWP00061

F-150 2002-1998 5.4L V8 330 CID; BI-FUEL Exc Lightning & Harley Davidson Engine Water Pump 1AMWP00061

F-150 2002-2000,1998 5.4L V8 330 CID; CNG Exc Lightning & Harley Davidson Engine Water Pump 1AMWP00061

F-150 2002-1997 5.4L V8 330 CID; GAS Exc Lightning & Harley Davidson Engine Water Pump 1AMWP00061

F-150 1996-1987 5.0L V8 302 CID Engine Water Pump 1AMWP00058

F-150 1996-1988 5.8L V8 351 CID Engine Water Pump 1AMWP00058

F-150 Heritage 2004 4.2L V6 256 CID Engine Water Pump 1AMWP00032

F-150 Heritage 2004 4.6L V8 281 CID Engine Water Pump 1AMWP00024

F-150 Heritage 2004 5.4L V8 330 CID Exc Lightning & Harley Davidson Engine Water Pump 1AMWP00024

F-250 1999-1997 4.6L V8 281 CID Engine Water Pump 1AMWP00061

F-250 1999-1998 5.4L V8 330 CID; BI-FUEL Exc Lightning & Harley Davidson Engine Water Pump 1AMWP00061

F-250 1999-1997 5.4L V8 330 CID; CNG Exc Lightning & Harley Davidson Engine Water Pump 1AMWP00061

F-250 1999-1997 5.4L V8 330 CID; GAS Exc Lightning & Harley Davidson Engine Water Pump 1AMWP00061

F-250 1997-1988 5.8L V8 351 CID Engine Water Pump 1AMWP00058
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F-250 1997-1996 7.3L V8 445 CID; Turbocharged Direct Injection, Thermostat Located In
Pump Housing; If threaded fitting for heater
hose port at the 12:00 O’clock position is
pipe thread, Weatherhead adapter part #
C3269X10X8 (7/8UNF male by 1/2NPT
female) or equivalent is required.

Engine Water Pump 1AMWP00086

F-250 1996-1987 5.0L V8 302 CID Engine Water Pump 1AMWP00058

F-250 Super Duty 2010-2003 5.4L V8 330 CID Engine Water Pump 1AMWP00024

F-250 Super Duty 2007-2004 6.0L V8 363 CID; VIN P From 9-22-03 Engine Water Pump 1AMWP00045

F-250 Super Duty 2003-1999 7.3L V8 445 CID; Turbocharged Direct Injection, Thermostat Located In
Pump Housing

Engine Water Pump 1AMWP00086

F-250 Super Duty 2002-1999 5.4L V8 330 CID Engine Water Pump 1AMWP00061

F-350 1997-1988 5.8L V8 351 CID Engine Water Pump 1AMWP00058

F-350 1997-1996 7.3L V8 445 CID; Turbocharged Direct Injection, Thermostat Located In
Pump Housing; If threaded fitting for heater
hose port at the 12:00 O’clock position is
pipe thread, Weatherhead adapter part #
C3269X10X8 (7/8UNF male by 1/2NPT
female) or equivalent is required.

Engine Water Pump 1AMWP00086

F-350 Super Duty 2010-2003 5.4L V8 330 CID Engine Water Pump 1AMWP00024

F-350 Super Duty 2007-2004 6.0L V8 363 CID; VIN P From 9-22-03 Engine Water Pump 1AMWP00045

F-350 Super Duty 2003-1999 7.3L V8 445 CID; Turbocharged Direct Injection, Thermostat Located In
Pump Housing

Engine Water Pump 1AMWP00086

F-350 Super Duty 2002-1999 5.4L V8 330 CID Engine Water Pump 1AMWP00061

F-450 Super Duty 2007-2004 6.0L V8 363 CID; VIN P From 9-22-03 Engine Water Pump 1AMWP00045

F-450 Super Duty 2003-1999 7.3L V8 445 CID; Turbocharged Direct Injection, Thermostat Located In
Pump Housing

Engine Water Pump 1AMWP00086

F-550 Super Duty 2007-2004 6.0L V8 363 CID; VIN P From 9-22-03 Engine Water Pump 1AMWP00045

F-550 Super Duty 2003-1999 7.3L V8 445 CID; Turbocharged Direct Injection, Thermostat Located In
Pump Housing

Engine Water Pump 1AMWP00086

F59 1997-1996 7.3L V8 445 CID If threaded fitting for heater hose port at the
12:00 O’clock position is pipe thread,
Weatherhead adapter part # C3269X10X8
(7/8UNF male by 1/2NPT female) or
equivalent is required.

Engine Water Pump 1AMWP00086

Fairmont 1983 2.3L L4 140 CID Engine Water Pump 1AMWP00050

Festiva 1993-1988 1.3L L4 1295cc Engine Water Pump 1AMWP00056

Focus 2012 -L -- Engine Water Pump 1AMWP00035

Focus 2012-2005 2.0L L4 121 CID Engine Water Pump 1AMWP00035

Focus 2007-2003 2.3L L4 140 CID Engine Water Pump 1AMWP00035

Focus 2004-2000 2.0L L4 1989cc 121 CID; DOHC Engine Water Pump 1AMWP00074

Focus 2004-2000 2.0L L4 1989cc 121 CID; SOHC This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00033

Freestar 2007-2004 3.9L V6 238 CID Engine Water Pump 1AMWP00041

Freestar 2007-2004 4.2L V6 256 CID Engine Water Pump 1AMWP00041

Fusion 2013 2.0L L4 1999cc 122 CID; Energi
SE

Engine Water Pump 1AMWP00035

Fusion 2013 2.0L L4 1999cc 122 CID; Energi
Titanium

Engine Water Pump 1AMWP00035

Fusion 2013 2.0L L4 1999cc 122 CID; SE Engine Water Pump 1AMWP00035

Fusion 2013 2.0L L4 1999cc 122 CID;
Titanium

Engine Water Pump 1AMWP00035

Fusion 2013-2010 2.5L L4 2488cc 152 CID Engine Water Pump 1AMWP00035

Fusion 2009-2006 2.3L L4 140 CID Engine Water Pump 1AMWP00035

Fusion 2009-2006 3.0L V6 183 CID Engine Water Pump 1AMWP00049

LTD 1986-1983 2.3L L4 140 CID Engine Water Pump 1AMWP00050

Mustang 2010-2005 4.0L V6 245 CID Engine Water Pump 1AMWP00057

Mustang 2004-1996 3.8L V6 232 CID Engine Water Pump 1AMWP00073

Mustang 2004 3.9L V6 238 CID Engine Water Pump 1AMWP00073

Mustang 1999 4.6L V8 281 CID Long Pump, 3 7/16" Hub Height, w/8 Vane
3 5/8" Diameter Non Shrouded Impeller

Engine Water Pump 1AMWP00016

Mustang 1998-1996 4.6L V8 281 CID Engine Water Pump 1AMWP00016

Mustang 1993-1983 2.3L L4 140 CID Engine Water Pump 1AMWP00050

Probe 1997-1993 2.0L L4 1989cc 122 CID Engine Water Pump 1AMWP00040

Probe 1997-1993 2.5L V6 2450cc 152 CID w/32mm Pulley Pilot Diameter Only Engine Water Pump 1AMWP00013

Ranger 2011-2001 2.3L L4 140 CID Engine Water Pump 1AMWP00035
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Ranger 2011-2001 4.0L V6 245 CID Engine Water Pump 1AMWP00057

Ranger 2008-1995 3.0L V6 182 CID Engine Water Pump 1AMWP00015

Ranger 2001-1998 2.5L L4 153 CID Engine Water Pump 1AMWP00069

Ranger 2000-1990 4.0L V6 245 CID Engine Water Pump 1AMWP00026

Ranger 1997-1995 2.3L L4 140 CID Engine Water Pump 1AMWP00069

Ranger 1994-1983 2.3L L4 140 CID; GAS Engine Water Pump 1AMWP00050

Ranger 1988-1983 2.0L L4 1989cc 122 CID; GAS Engine Water Pump 1AMWP00050

Taurus 2013 2.0L L4 1999cc 122 CID Engine Water Pump 1AMWP00035

Taurus 2007-1996 3.0L V6 182 CID; OHV Engine Water Pump 1AMWP00078

Taurus 2000-1996 3.0L V6 182 CID; DOHC Engine Water Pump 1AMWP00070

Taurus 1995 3.0L V6 182 CID; FLEX; SE Engine Water Pump 1AMWP00001

Taurus 1995 3.0L V6 182 CID; GAS; GL Engine Water Pump 1AMWP00078

Taurus 1995 3.0L V6 182 CID; GAS; LX Engine Water Pump 1AMWP00078

Taurus 1995 3.0L V6 182 CID; GAS; SE Engine Water Pump 1AMWP00078

Taurus 1994-1986 3.0L V6 182 CID; GL Engine Water Pump 1AMWP00001

Taurus 1994-1986 3.0L V6 182 CID; LX Engine Water Pump 1AMWP00001

Taurus 1992-1986 3.0L V6 182 CID; L Engine Water Pump 1AMWP00001

Taurus 1986 3.0L V6 182 CID; MT5 Engine Water Pump 1AMWP00001

Thunderbird 2005-2002 3.9L V8 242 CID Engine Water Pump 1AMWP00044

Thunderbird 1997-1996 3.8L V6 232 CID Engine Water Pump 1AMWP00073

Thunderbird 1997-1994 4.6L V8 281 CID Engine Water Pump 1AMWP00016

Thunderbird 1988-1983 2.3L L4 140 CID Engine Water Pump 1AMWP00050

Transit Connect 2013-2010 2.0L L4 121 CID Engine Water Pump 1AMWP00035

Windstar 2003-1996 3.8L V6 232 CID Engine Water Pump 1AMWP00041

Windstar 2000-1995 3.0L V6 182 CID Engine Water Pump 1AMWP00078

GMC

Acadia 2013-2007 3.6L V6 217 CID Engine Water Pump 1AMWP00037

C15 1978-1977 5.0L V8 305 CID Engine Water Pump 1AMWP00017

C15 1978-1977 5.7L V8 350 CID; GAS Engine Water Pump 1AMWP00017

C15 1978 6.6L V8 400 CID Engine Water Pump 1AMWP00017

C15 Suburban 1978-1977 5.0L V8 305 CID Engine Water Pump 1AMWP00017

C15 Suburban 1978-1977 5.7L V8 350 CID; GAS Engine Water Pump 1AMWP00017

C1500 1999-1996 5.0L V8 305 CID Engine Water Pump 1AMWP00076

C1500 1999-1996 5.7L V8 350 CID Engine Water Pump 1AMWP00076

C1500 1998-1996 4.3L V6 262 CID Engine Water Pump 1AMWP00076

C1500 1995-1988 4.3L V6 262 CID Engine Water Pump 1AMWP00068

C1500 1995-1988 5.0L V8 305 CID Engine Water Pump 1AMWP00068

C1500 1995-1993,1991-1988 5.7L V8 350 CID Engine Water Pump 1AMWP00068

C1500 1992 5.7L V8 350 CID w/6.9" Hub Height Engine Water Pump 1AMWP00068

C1500 1986-1985 4.3L V6 262 CID Engine Water Pump 1AMWP00017

C1500 1986-1979 5.0L V8 305 CID Engine Water Pump 1AMWP00017

C1500 1986-1979 5.7L V8 350 CID; GAS Engine Water Pump 1AMWP00017

C1500 1980-1979 6.6L V8 400 CID Engine Water Pump 1AMWP00017

C1500 Suburban 1999-1996 5.7L V8 350 CID Engine Water Pump 1AMWP00076

C1500 Suburban 1995-1993 5.7L V8 350 CID Engine Water Pump 1AMWP00068

C1500 Suburban 1992 5.7L V8 350 CID w/6.9" Hub Height Engine Water Pump 1AMWP00068

C1500 Suburban 1986-1979 5.0L V8 305 CID Engine Water Pump 1AMWP00017

C1500 Suburban 1986-1979 5.7L V8 350 CID; GAS Engine Water Pump 1AMWP00017

C25 1978-1977 5.0L V8 305 CID Engine Water Pump 1AMWP00017

C25 1978-1977 5.7L V8 350 CID; GAS Engine Water Pump 1AMWP00017

C25 1978-1977 6.6L V8 400 CID Engine Water Pump 1AMWP00017

C25 Suburban 1978-1977 5.0L V8 305 CID Engine Water Pump 1AMWP00017

C25 Suburban 1978-1977 5.7L V8 350 CID; GAS Engine Water Pump 1AMWP00017

C25 Suburban 1978 6.6L V8 400 CID Engine Water Pump 1AMWP00017

C2500 2000-1996 5.7L V8 350 CID Engine Water Pump 1AMWP00076

C2500 1998-1996 5.0L V8 305 CID Engine Water Pump 1AMWP00076

C2500 1995-1988 4.3L V6 262 CID Engine Water Pump 1AMWP00068

C2500 1995-1988 5.0L V8 305 CID Engine Water Pump 1AMWP00068
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C2500 1995-1993,1991-1988 5.7L V8 350 CID Engine Water Pump 1AMWP00068

C2500 1992 5.7L V8 350 CID w/6.9" Hub Height Engine Water Pump 1AMWP00068

C2500 1986-1985 4.3L V6 262 CID Engine Water Pump 1AMWP00017

C2500 1986-1979 5.0L V8 305 CID Engine Water Pump 1AMWP00017

C2500 1986-1979 5.7L V8 350 CID; GAS Engine Water Pump 1AMWP00017

C2500 1979 6.6L V8 400 CID Engine Water Pump 1AMWP00017

C2500 Suburban 1999-1996 5.7L V8 350 CID Engine Water Pump 1AMWP00076

C2500 Suburban 1995-1993 5.7L V8 350 CID Engine Water Pump 1AMWP00068

C2500 Suburban 1992 5.7L V8 350 CID w/6.9" Hub Height Engine Water Pump 1AMWP00068

C2500 Suburban 1986-1982 5.0L V8 305 CID Engine Water Pump 1AMWP00017

C2500 Suburban 1986-1979 5.7L V8 350 CID; GAS Engine Water Pump 1AMWP00017

C2500 Suburban 1980 6.6L V8 400 CID Engine Water Pump 1AMWP00017

C35 1978 5.0L V8 305 CID Engine Water Pump 1AMWP00017

C35 1978-1977 5.7L V8 350 CID; GAS Engine Water Pump 1AMWP00017

C35 1978-1977 6.6L V8 400 CID Engine Water Pump 1AMWP00017

C3500 2000-1996 5.7L V8 350 CID Engine Water Pump 1AMWP00076

C3500 1995-1993,1991-1988 5.7L V8 350 CID Engine Water Pump 1AMWP00068

C3500 1992 5.7L V8 350 CID w/6.9" Hub Height Engine Water Pump 1AMWP00068

C3500 1986 5.0L V8 305 CID Engine Water Pump 1AMWP00017

C3500 1986-1979 5.7L V8 350 CID; GAS Engine Water Pump 1AMWP00017

C3500 1979 6.6L V8 400 CID Engine Water Pump 1AMWP00017

C4500 Topkick 2005-2003 6.6L V8 403 CID Engine Water Pump 1AMWP00043

C5500 Topkick 2005-2003 6.6L V8 403 CID Engine Water Pump 1AMWP00043

Caballero 1987-1985 4.3L V6 262 CID Engine Water Pump 1AMWP00017

Caballero 1987-1978 5.0L V8 305 CID Engine Water Pump 1AMWP00017

Caballero 1984-1980 3.8L V6 229 CID Engine Water Pump 1AMWP00017

Caballero 1982-1979 4.4L V8 267 CID; VIN J Engine Water Pump 1AMWP00017

Caballero 1979-1978 3.3L V6 200 CID Engine Water Pump 1AMWP00017

Caballero 1979-1978 5.7L V8 350 CID Engine Water Pump 1AMWP00017

Canyon 2012-2007 2.9L L4 2921cc 178 CID Engine Water Pump 1AMWP00062

Canyon 2012-2007 3.7L L5 3654cc 223 CID Engine Water Pump 1AMWP00062

Canyon 2006-2004 2.8L L4 2770cc 169 CID Engine Water Pump 1AMWP00062

Canyon 2006-2004 3.5L L5 3460cc 211 CID Engine Water Pump 1AMWP00062

Envoy 2009-2002 4.2L L6 256 CID Engine Water Pump 1AMWP00062

Envoy 2006 5.3L V8 325 CID Engine Water Pump 1AMWP00071

Envoy 2005 5.3L V8 323 CID Engine Water Pump 1AMWP00071

Envoy XL 2006-2002 4.2L L6 256 CID Engine Water Pump 1AMWP00062

Envoy XL 2006 5.3L V8 325 CID Engine Water Pump 1AMWP00071

Envoy XL 2005-2003 5.3L V8 323 CID Engine Water Pump 1AMWP00071

Envoy XUV 2005-2004 4.2L L6 256 CID Engine Water Pump 1AMWP00062

Envoy XUV 2005-2004 5.3L V8 323 CID Engine Water Pump 1AMWP00071

G15 1978-1977 5.0L V8 305 CID Engine Water Pump 1AMWP00017

G15 1978-1977 5.7L V8 350 CID Engine Water Pump 1AMWP00017

G15/G1500 Van 1972 5.0L V8 307 CID w/Threaded Power Steering Boss Engine Water Pump 1AMWP00017

G15/G1500 Van 1972 5.7L V8 350 CID w/Threaded Power Steering Boss Engine Water Pump 1AMWP00017

G1500 1995-1987 4.3L V6 262 CID Engine Water Pump 1AMWP00068

G1500 1995-1987 5.0L V8 305 CID Engine Water Pump 1AMWP00068

G1500 1993 5.7L V8 350 CID Engine Water Pump 1AMWP00068

G1500 1992-1987 5.7L V8 350 CID w/Serp Belt Engine Water Pump 1AMWP00068

G1500 1988-1985 5.7L V8 350 CID w/Out Serp Belt Engine Water Pump 1AMWP00017

G1500 1986-1985 4.3L V6 262 CID Engine Water Pump 1AMWP00017

G1500 1986-1979 5.0L V8 305 CID Engine Water Pump 1AMWP00017

G1500 1984-1979 5.7L V8 350 CID Engine Water Pump 1AMWP00017

G1500 1979 6.6L V8 400 CID Engine Water Pump 1AMWP00017

G25 1978-1977 5.0L V8 305 CID Engine Water Pump 1AMWP00017

G25 1978-1977 5.7L V8 350 CID Engine Water Pump 1AMWP00017

G25 1978-1977 6.6L V8 400 CID Engine Water Pump 1AMWP00017

G25/G2500 Van 1972 5.0L V8 307 CID w/Threaded Power Steering Boss Engine Water Pump 1AMWP00017
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G25/G2500 Van 1972 5.7L V8 350 CID w/Threaded Power Steering Boss Engine Water Pump 1AMWP00017

G2500 1995-1987 4.3L V6 262 CID Engine Water Pump 1AMWP00068

G2500 1995-1987 5.0L V8 305 CID Engine Water Pump 1AMWP00068

G2500 1995-1993 5.7L V8 350 CID Engine Water Pump 1AMWP00068

G2500 1992-1987 5.7L V8 350 CID w/Serp Belt Engine Water Pump 1AMWP00068

G2500 1988-1985 5.7L V8 350 CID w/Out Serp Belt Engine Water Pump 1AMWP00017

G2500 1986-1985 4.3L V6 262 CID Engine Water Pump 1AMWP00017

G2500 1986-1979 5.0L V8 305 CID Engine Water Pump 1AMWP00017

G2500 1984-1979 5.7L V8 350 CID Engine Water Pump 1AMWP00017

G2500 1980-1979 6.6L V8 400 CID Engine Water Pump 1AMWP00017

G35 1978-1977 5.7L V8 350 CID Engine Water Pump 1AMWP00017

G35 1978-1977 6.6L V8 400 CID Engine Water Pump 1AMWP00017

G35/G3500 Van 1972 5.0L V8 5031cc 307 CID w/Threaded Power Steering Boss Engine Water Pump 1AMWP00017

G35/G3500 Van 1972 5.7L V8 350 CID w/Threaded Power Steering Boss Engine Water Pump 1AMWP00017

G35/G3500 Van 1972 5.7L V8 5736cc 350 CID w/Threaded Power Steering Boss Engine Water Pump 1AMWP00017

G3500 1996 5.7L V8 350 CID w/Thread On Fan Clutch Engine Water Pump 1AMWP00076

G3500 1996 5.7L V8 350 CID w/Bolt On Fan Clutch Engine Water Pump 1AMWP00068

G3500 1995-1987 4.3L V6 262 CID Engine Water Pump 1AMWP00068

G3500 1995-1993 5.7L V8 350 CID Engine Water Pump 1AMWP00068

G3500 1992-1987 5.7L V8 350 CID w/Serp Belt Engine Water Pump 1AMWP00068

G3500 1988-1985 5.7L V8 350 CID w/Out Serp Belt Engine Water Pump 1AMWP00017

G3500 1986-1985 4.3L V6 262 CID Engine Water Pump 1AMWP00017

G3500 1984-1979 5.7L V8 350 CID Engine Water Pump 1AMWP00017

G3500 1981 5.0L V8 305 CID Engine Water Pump 1AMWP00017

G3500 1980-1979 6.6L V8 400 CID Engine Water Pump 1AMWP00017

Jimmy 2005 4.3L V6 4294cc Engine Water Pump 1AMWP00076

Jimmy 2004-1996 4.3L V6 262 CID Engine Water Pump 1AMWP00076

Jimmy 1995-1992 4.3L V6 262 CID Engine Water Pump 1AMWP00068

Jimmy 1991-1989 5.7L V8 350 CID Engine Water Pump 1AMWP00068

Jimmy 1988-1977 5.7L V8 350 CID Engine Water Pump 1AMWP00017

Jimmy 1987-1977 5.0L V8 305 CID Engine Water Pump 1AMWP00017

Jimmy 1979-1977 6.6L V8 400 CID Engine Water Pump 1AMWP00017

K15 1978-1977 5.0L V8 305 CID Engine Water Pump 1AMWP00017

K15 1978-1977 5.7L V8 350 CID; GAS Engine Water Pump 1AMWP00017

K15 1978-1977 6.6L V8 400 CID Engine Water Pump 1AMWP00017

K15 Suburban 1978-1977 5.0L V8 305 CID Engine Water Pump 1AMWP00017

K15 Suburban 1978-1977 5.7L V8 350 CID; GAS Engine Water Pump 1AMWP00017

K15 Suburban 1978-1977 6.6L V8 400 CID Engine Water Pump 1AMWP00017

K1500 1999-1996 5.0L V8 305 CID Engine Water Pump 1AMWP00076

K1500 1999-1996 5.7L V8 350 CID Engine Water Pump 1AMWP00076

K1500 1998-1996 4.3L V6 262 CID Engine Water Pump 1AMWP00076

K1500 1995-1988 4.3L V6 262 CID Engine Water Pump 1AMWP00068

K1500 1995-1988 5.0L V8 305 CID Engine Water Pump 1AMWP00068

K1500 1995-1993,1991-1988 5.7L V8 350 CID Engine Water Pump 1AMWP00068

K1500 1992 5.7L V8 350 CID w/6.9" Hub Height Engine Water Pump 1AMWP00068

K1500 1986-1985 4.3L V6 262 CID Engine Water Pump 1AMWP00017

K1500 1986-1981,1979 5.0L V8 305 CID Engine Water Pump 1AMWP00017

K1500 1986-1979 5.7L V8 350 CID; GAS Engine Water Pump 1AMWP00017

K1500 1980-1979 6.6L V8 400 CID Engine Water Pump 1AMWP00017

K1500 Suburban 1999-1996 5.7L V8 350 CID Engine Water Pump 1AMWP00076

K1500 Suburban 1995-1993 5.7L V8 350 CID Engine Water Pump 1AMWP00068

K1500 Suburban 1992 5.7L V8 350 CID w/6.9" Hub Height Engine Water Pump 1AMWP00068

K1500 Suburban 1986-1979 5.7L V8 350 CID; GAS Engine Water Pump 1AMWP00017

K1500 Suburban 1985-1982,1979 5.0L V8 305 CID Engine Water Pump 1AMWP00017

K1500 Suburban 1980-1979 6.6L V8 400 CID Engine Water Pump 1AMWP00017

K25 1978-1977 5.0L V8 305 CID Engine Water Pump 1AMWP00017

K25 1978-1977 5.7L V8 350 CID; GAS Engine Water Pump 1AMWP00017

K25 1978-1977 6.6L V8 400 CID Engine Water Pump 1AMWP00017
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K25 Suburban 1978-1977 5.0L V8 305 CID Engine Water Pump 1AMWP00017

K25 Suburban 1978-1977 5.7L V8 350 CID; GAS Engine Water Pump 1AMWP00017

K25 Suburban 1978-1977 6.6L V8 400 CID Engine Water Pump 1AMWP00017

K2500 2000-1996 5.7L V8 350 CID Engine Water Pump 1AMWP00076

K2500 1998 5.0L V8 305 CID Engine Water Pump 1AMWP00076

K2500 1995-1988 4.3L V6 262 CID Engine Water Pump 1AMWP00068

K2500 1995-1988 5.0L V8 305 CID Engine Water Pump 1AMWP00068

K2500 1995-1993,1991-1988 5.7L V8 350 CID Engine Water Pump 1AMWP00068

K2500 1992 5.7L V8 350 CID w/6.9" Hub Height Engine Water Pump 1AMWP00068

K2500 1986-1979 5.7L V8 350 CID; GAS Engine Water Pump 1AMWP00017

K2500 1985 4.3L V6 262 CID Engine Water Pump 1AMWP00017

K2500 1980-1979 6.6L V8 400 CID Engine Water Pump 1AMWP00017

K2500 Suburban 1999-1996 5.7L V8 350 CID Engine Water Pump 1AMWP00076

K2500 Suburban 1995-1993 5.7L V8 350 CID Engine Water Pump 1AMWP00068

K2500 Suburban 1992 5.7L V8 350 CID w/6.9" Hub Height Engine Water Pump 1AMWP00068

K2500 Suburban 1986-1979 5.7L V8 350 CID; GAS Engine Water Pump 1AMWP00017

K2500 Suburban 1980-1979 6.6L V8 400 CID Engine Water Pump 1AMWP00017

K35 1978-1977 5.7L V8 350 CID; GAS Engine Water Pump 1AMWP00017

K35 1978-1977 6.6L V8 400 CID Engine Water Pump 1AMWP00017

K3500 2000-1996 5.7L V8 350 CID Engine Water Pump 1AMWP00076

K3500 1995-1993,1991-1988 5.7L V8 350 CID Engine Water Pump 1AMWP00068

K3500 1992 5.7L V8 350 CID w/6.9" Hub Height Engine Water Pump 1AMWP00068

K3500 1986-1979 5.7L V8 350 CID; GAS Engine Water Pump 1AMWP00017

K3500 1980-1979 6.6L V8 400 CID Engine Water Pump 1AMWP00017

P25 1978-1977 5.7L V8 350 CID Engine Water Pump 1AMWP00017

P2500 1989-1979 5.7L V8 350 CID Engine Water Pump 1AMWP00017

P35 1978-1977 5.7L V8 350 CID Engine Water Pump 1AMWP00017

P3500 1999-1996 4.3L V6 262 CID w/Serpentine Belt Engine Water Pump 1AMWP00076

P3500 1999-1996 5.7L V8 350 CID; VIN R Engine Water Pump 1AMWP00076

P3500 1996-1990 4.3L V6 262 CID w/Out Serpentine Belt Engine Water Pump 1AMWP00017

P3500 1996-1991 5.7L V8 350 CID; VIN K Engine Water Pump 1AMWP00017

P3500 1990-1979 5.7L V8 350 CID Engine Water Pump 1AMWP00017

P4500 1990-1985 4.3L V6 262 CID Engine Water Pump 1AMWP00017

R1500 1987 4.3L V6 262 CID Engine Water Pump 1AMWP00017

R1500 1987 5.0L V8 305 CID Engine Water Pump 1AMWP00017

R1500 1987 5.7L V8 350 CID Engine Water Pump 1AMWP00017

R1500 Suburban 1991-1988 5.7L V8 350 CID Engine Water Pump 1AMWP00068

R1500 Suburban 1987 5.0L V8 305 CID Engine Water Pump 1AMWP00017

R1500 Suburban 1987 5.7L V8 350 CID Engine Water Pump 1AMWP00017

R2500 1989-1987 5.7L V8 350 CID Engine Water Pump 1AMWP00017

R2500 1987 4.3L V6 262 CID Engine Water Pump 1AMWP00017

R2500 1987 5.0L V8 305 CID Engine Water Pump 1AMWP00017

R2500 Suburban 1991-1988 5.7L V8 350 CID Engine Water Pump 1AMWP00068

R2500 Suburban 1987 5.7L V8 350 CID Engine Water Pump 1AMWP00017

R3500 1991-1987 5.7L V8 350 CID Engine Water Pump 1AMWP00017

S15 1990-1988 4.3L V6 262 CID Engine Water Pump 1AMWP00068

S15 Jimmy 1991-1988 4.3L V6 262 CID Engine Water Pump 1AMWP00068

Safari 2005-1996 4.3L V6 262 CID Engine Water Pump 1AMWP00076

Safari 1995-1987 4.3L V6 262 CID Engine Water Pump 1AMWP00068

Safari 1986-1985 4.3L V6 262 CID Engine Water Pump 1AMWP00017

Savana 1500 2013 4.3L V6 4293cc 262 CID Engine Water Pump 1AMWP00076

Savana 1500 2012-1997 4.3L V6 262 CID Engine Water Pump 1AMWP00076

Savana 1500 2006 5.3L V8 325 CID Engine Water Pump 1AMWP00071

Savana 1500 2005-2003 5.3L V8 323 CID Engine Water Pump 1AMWP00071

Savana 1500 2002-1997 5.0L V8 305 CID Engine Water Pump 1AMWP00076

Savana 1500 2002-1997 5.7L V8 350 CID Engine Water Pump 1AMWP00076

Savana 1500 1996 4.3L V6 262 CID w/Bolt On Fan Clutch Engine Water Pump 1AMWP00068

Savana 1500 1996 4.3L V6 262 CID w/Thread On Fan Clutch Engine Water Pump 1AMWP00076
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Savana 1500 1996 5.0L V8 305 CID w/Thread On Fan Clutch Engine Water Pump 1AMWP00076

Savana 1500 1996 5.7L V8 350 CID w/Thread On Fan Clutch Engine Water Pump 1AMWP00076

Savana 1500 1996 5.7L V8 350 CID w/Bolt On Fan Clutch Engine Water Pump 1AMWP00068

Savana 2500 2006-2003 4.8L V8 294 CID Engine Water Pump 1AMWP00071

Savana 2500 2006-2003 6.0L V8 5967cc 364 CID Engine Water Pump 1AMWP00071

Savana 2500 2005-1997 4.3L V6 262 CID Engine Water Pump 1AMWP00076

Savana 2500 2005-2003 5.3L V8 323 CID Engine Water Pump 1AMWP00071

Savana 2500 2002-1997 5.0L V8 305 CID Engine Water Pump 1AMWP00076

Savana 2500 2002-1997 5.7L V8 350 CID Engine Water Pump 1AMWP00076

Savana 2500 1996 4.3L V6 262 CID w/Bolt On Fan Clutch Engine Water Pump 1AMWP00068

Savana 2500 1996 4.3L V6 262 CID w/Thread On Fan Clutch Engine Water Pump 1AMWP00076

Savana 2500 1996 5.0L V8 305 CID w/Thread On Fan Clutch Engine Water Pump 1AMWP00076

Savana 2500 1996 5.7L V8 350 CID w/Bolt On Fan Clutch Engine Water Pump 1AMWP00068

Savana 2500 1996 5.7L V8 350 CID w/Thread On Fan Clutch Engine Water Pump 1AMWP00076

Savana 3500 2006-2004 4.8L V8 294 CID Engine Water Pump 1AMWP00071

Savana 3500 2006-2003 6.0L V8 5967cc 364 CID Engine Water Pump 1AMWP00071

Savana 3500 2002-1997 5.7L V8 350 CID Engine Water Pump 1AMWP00076

Savana 3500 1996 5.7L V8 350 CID w/Thread On Fan Clutch Engine Water Pump 1AMWP00076

Savana 3500 1996 5.7L V8 350 CID w/Bolt On Fan Clutch Engine Water Pump 1AMWP00068

Sierra 1500 2013-1999 4.3L V6 262 CID Engine Water Pump 1AMWP00076

Sierra 1500 2006-1999 4.8L V8 294 CID Engine Water Pump 1AMWP00071

Sierra 1500 2006 5.3L V8 325 CID Engine Water Pump 1AMWP00071

Sierra 1500 2006 5.3L V8 5328cc 325 CID Engine Water Pump 1AMWP00071

Sierra 1500 2006-2002 6.0L V8 5967cc 364 CID Engine Water Pump 1AMWP00071

Sierra 1500 2005-1999 5.3L V8 323 CID Engine Water Pump 1AMWP00071

Sierra 1500 HD 2006-2005,2003-2001 6.0L V8 5967cc 364 CID Engine Water Pump 1AMWP00071

Sierra 2500 2004-1999 6.0L V8 5967cc 364 CID Engine Water Pump 1AMWP00071

Sierra 2500 2000-1999 5.3L V8 323 CID Engine Water Pump 1AMWP00071

Sierra 2500 HD 2006-2001 6.0L V8 5967cc 364 CID Engine Water Pump 1AMWP00071

Sierra 2500 HD 2005-2001 6.6L V8 400 CID Engine Water Pump 1AMWP00043

Sierra 2500 HD 2004 6.6L V8 403 CID Engine Water Pump 1AMWP00043

Sierra 3500 2006-2001 6.0L V8 5967cc 364 CID Engine Water Pump 1AMWP00071

Sierra 3500 2005-2001 6.6L V8 400 CID Engine Water Pump 1AMWP00043

Sierra 3500 2004 6.6L V8 403 CID Engine Water Pump 1AMWP00043

Sierra C3 2001 6.0L V8 5967cc 364 CID Engine Water Pump 1AMWP00071

Sonoma 2004-1996 4.3L V6 262 CID Engine Water Pump 1AMWP00076

Sonoma 2003-1994 2.2L L4 2190cc 134 CID Engine Water Pump 1AMWP00084

Sonoma 1995-1991 4.3L V6 262 CID Engine Water Pump 1AMWP00068

Sprint 1977 5.0L V8 305 CID Engine Water Pump 1AMWP00017

Sprint 1977 5.7L V8 350 CID Engine Water Pump 1AMWP00017

Syclone 1991 4.3L V6 262 CID Engine Water Pump 1AMWP00068

Terrain 2013-2012,2010 2.4L L4 145 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

Terrain 2013 3.6L V6 217 CID Engine Water Pump 1AMWP00037

Terrain 2012-2010 3.0L V6 182 CID Engine Water Pump 1AMWP00037

Terrain 2011 2.4L L4 2384cc 145 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

Typhoon 1993-1992 4.3L V6 262 CID Engine Water Pump 1AMWP00068

V1500 1987 4.3L V6 262 CID Engine Water Pump 1AMWP00017

V1500 1987 5.0L V8 305 CID Engine Water Pump 1AMWP00017

V1500 1987 5.7L V8 350 CID Engine Water Pump 1AMWP00017

V1500 Suburban 1991-1988 5.7L V8 350 CID Engine Water Pump 1AMWP00068

V1500 Suburban 1987 5.7L V8 350 CID Engine Water Pump 1AMWP00017
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V2500 1987 5.7L V8 350 CID Engine Water Pump 1AMWP00017

V2500 Suburban 1991-1988 5.7L V8 350 CID Engine Water Pump 1AMWP00068

V2500 Suburban 1987 5.7L V8 350 CID Engine Water Pump 1AMWP00017

V3500 1991-1987 5.7L V8 350 CID Engine Water Pump 1AMWP00017

W3500 Forward 2006-2004 6.0L V8 5967cc 364 CID Engine Water Pump 1AMWP00071

W3500 Forward 2003-1996 5.7L V8 350 CID From 10-95 Engine Water Pump 1AMWP00076

W4500 Forward 2006-2004 6.0L V8 5967cc 364 CID Engine Water Pump 1AMWP00071

W4500 Forward 2002-1998 5.7L V8 350 CID From 10-95 Engine Water Pump 1AMWP00076

Yukon 2006-2000 4.8L V8 294 CID Engine Water Pump 1AMWP00071

Yukon 2006 5.3L V8 325 CID Engine Water Pump 1AMWP00071

Yukon 2006-2005 5.3L V8 5328cc 325 CID Engine Water Pump 1AMWP00071

Yukon 2006-2001 6.0L V8 5967cc 364 CID Engine Water Pump 1AMWP00071

Yukon 2005-2000 5.3L V8 323 CID Engine Water Pump 1AMWP00071

Yukon 2000-1996 5.7L V8 350 CID Engine Water Pump 1AMWP00076

Yukon 1995-1992 5.7L V8 350 CID Engine Water Pump 1AMWP00068

Yukon XL 1500 2006 5.3L V8 5328cc 325 CID Engine Water Pump 1AMWP00071

Yukon XL 1500 2006-2001 6.0L V8 5967cc 364 CID Engine Water Pump 1AMWP00071

Yukon XL 1500 2005-2000 5.3L V8 323 CID Engine Water Pump 1AMWP00071

Yukon XL 2500 2006-2000 6.0L V8 5967cc 364 CID Engine Water Pump 1AMWP00071

Geo

Metro 1997-1989 1.0L L3 993cc 61 CID Engine Water Pump 1AMWP00034

Metro 1997-1995 1.3L L4 1295cc 79 CID Engine Water Pump 1AMWP00034

Metro 1994-1992 1.3L L4 1298cc 79 CID Engine Water Pump 1AMWP00034

Prizm 1997-1993 1.6L L4 1588cc 98 CID Engine Water Pump 1AMWP00067

Prizm 1997-1993 1.8L L4 1788cc 110 CID Engine Water Pump 1AMWP00023

Prizm 1992-1990 1.6L L4 1587cc w/1 Piece Valve Cover Engine Water Pump 1AMWP00003

Prizm 1989 1.6L L4 1588cc 98 CID w/1 Piece Valve Cover Engine Water Pump 1AMWP00003

Honda

Accord 2002-1998 2.3L L4 2254cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00083

Accord 2002-1998 3.0L V6 2997cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00019

Accord 1997-1990 2.2L L4 2156cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00083

CR-V 2001-1997 2.0L L4 1972cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00031

CRX 1991-1988 1.5L L4 1493cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00008

CRX 1991-1988 1.6L L4 1590cc 97 CID This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00008

Civic 2005,2001 1.7L L4 1668cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00029

Civic 2004-2002 1.7L L4 1700cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00029

Civic 2000-1999 1.6L L4 1590cc 97 CID; CX This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00082

Civic 2000-1999 1.6L L4 1590cc 97 CID; DX This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00082

Civic 2000-1999 1.6L L4 1590cc 97 CID; EX This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00082

Civic 2000-1999 1.6L L4 1590cc 97 CID; GX This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00082

Civic 2000-1999 1.6L L4 1590cc 97 CID; LX This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00082
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Civic 2000-1999 1.6L L4 1590cc; HX This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00082

Civic 1999 1.6L L4 1590cc 97 CID; Value
Package

This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00082

Civic 1998-1996 1.6L L4 1590cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00082

Civic 1998-1996 1.6L L4 1590cc 97 CID This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00082

Civic 1995-1992 1.5L L4 1493cc; CX This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.; Will Not Fit VTEC Eng

Engine Water Pump 1AMWP00008

Civic 1995-1992 1.5L L4 1493cc; DX This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.; Will Not Fit VTEC Eng

Engine Water Pump 1AMWP00008

Civic 1995-1992 1.5L L4 1493cc; LX This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.; Will Not Fit VTEC Eng

Engine Water Pump 1AMWP00008

Civic 1991-1989 1.5L L4 1493cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00008

Civic 1991-1989 1.6L L4 1590cc 97 CID This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00008

Civic 1988 1.5L L4 1493cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.; w/19 Tooth Pulley

Engine Water Pump 1AMWP00008

Civic 1988 1.6L L4 1590cc 97 CID This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.; w/19 Tooth Pulley

Engine Water Pump 1AMWP00008

Civic del Sol 1997-1996 1.6L L4 1590cc 97 CID; S This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00082

Civic del Sol 1997-1996 1.6L L4 1590cc 97 CID; Si This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00082

Civic del Sol 1995-1993 1.5L L4 1493cc; S This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00008

Odyssey 2004-1999 3.5L V6 3474cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00019

Odyssey 1998 2.3L L4 2234cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00083

Odyssey 1997-1995 2.2L L4 2156cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00083

Passport 2002-1998 3.2L V6 3165cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00028

Pilot 2004-2003 3.5L V6 3475cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00019

Prelude 1996-1992 2.2L L4 2156cc; S This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00083

Hummer

H2 2006-2003 6.0L V8 5967cc 364 CID Engine Water Pump 1AMWP00071

H3 2010-2007 3.7L L5 3654cc 223 CID Engine Water Pump 1AMWP00062

H3 2006 3.5L L5 3460cc 211 CID Engine Water Pump 1AMWP00062

H3T 2010-2009 3.7L L5 3654cc 223 CID Engine Water Pump 1AMWP00062

Hyundai

Accent 2011-2006 1.6L L4 1599cc Engine Water Pump 1AMWP00048

Accent 2006-2001 1.6L L4 1600cc Engine Water Pump 1AMWP00048

Accent 2002 1.5L L4 1495cc Engine Water Pump 1AMWP00048

Accent 1997-1996 1.5L L4 1495cc; DOHC Engine Water Pump 1AMWP00048

Elantra 2012-1999 2.0L L4 1975cc Engine Water Pump 1AMWP00030

Elantra 1998 1.8L L4 1796cc Engine Water Pump 1AMWP00030

Elantra 1997-1996 1.8L L4 1795cc Engine Water Pump 1AMWP00030
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Santa Fe 2006-2001 2.7L V6 2656cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00072

Santa Fe 2006 3.5L V6 3467cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00038

Santa Fe 2005-2003 3.5L V6 3500cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00038

Sonata 2005-2002 2.7L V6 2656cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00072

Sonata 2001-1999 2.5L V6 2493cc; VIN V This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00072

Tiburon 2008-2003,1997 2.0L L4 1975cc Engine Water Pump 1AMWP00030

Tiburon 2008-2003 2.7L V6 2656cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00072

Tiburon 2001-1998 2.0L L4 1997cc Engine Water Pump 1AMWP00030

Tiburon 1997 1.8L L4 1795cc Engine Water Pump 1AMWP00030

Tucson 2009-2005 2.0L L4 1975cc Engine Water Pump 1AMWP00030

Tucson 2009-2005 2.7L V6 2656cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00072

XG300 2001 3.0L V6 2972cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00038

XG350 2005-2002 3.5L V6 3500cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00038

Infiniti

I30 2001-1996 3.0L V6 2988cc 182 CID This pump is driven off the timing chain.
See vehicle manufacturer recommendation
for replacement of timing components.

Engine Water Pump 1AMWP00022

QX4 2003-2001 3.5L V6 3498cc This pump is driven off the timing chain.
See vehicle manufacturer recommendation
for replacement of timing components.

Engine Water Pump 1AMWP00022

Isuzu

Amigo 2000-1998 3.2L V6 3165cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00028

Ascender 2008-2003 4.2L L6 256 CID Engine Water Pump 1AMWP00062

Ascender 2006 5.3L V8 325 CID Engine Water Pump 1AMWP00071

Ascender 2005-2003 5.3L V8 323 CID Engine Water Pump 1AMWP00071

Axiom 2004 3.5L V6 3494cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00028

Axiom 2003 3.5L V6 3491cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00028

Axiom 2002 3.5L V6 3475cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00028

Hombre 2000-1996 2.2L L4 2180cc Engine Water Pump 1AMWP00084

Hombre 2000 4.3L V6 262 CID Engine Water Pump 1AMWP00076

Hombre 1999-1997 4.3L V6 4294cc Engine Water Pump 1AMWP00076

NPR 2006-2004 6.0L V8 5967cc 364 CID Engine Water Pump 1AMWP00071

NPR 2002-1996 5.7L V8 350 CID From 10-95 Engine Water Pump 1AMWP00076

NPR-HD 2006-2004 6.0L V8 5967cc 364 CID Engine Water Pump 1AMWP00071

NPR-HD 2002-1999 5.7L V8 350 CID From 10-95 Engine Water Pump 1AMWP00076

Oasis 1999 2.3L L4 2234cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00083

Oasis 1998 2.3L L4 2254cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00083

Oasis 1997-1996 2.2L L4 2156cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00083
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Isuzu (continued)

Rodeo 2004-1998 3.2L V6 3165cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00028

Rodeo 2004 3.5L V6 3494cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00028

Rodeo Sport 2003-2001 3.2L V6 3165cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00028

Trooper 2002-1998 3.5L V6 3475cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00028

VehiCROSS 2001-1999 3.5L V6 3475cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00028

i-280 2006 2.8L L4 2770cc 169 CID Engine Water Pump 1AMWP00062

i-290 2008-2007 2.9L L4 2921cc 178 CID Engine Water Pump 1AMWP00062

i-350 2006 3.5L L5 3460cc 211 CID Engine Water Pump 1AMWP00062

i-370 2008-2007 3.7L L5 3654cc 223 CID Engine Water Pump 1AMWP00062

Jaguar

S-Type 2008-2003 4.2L V8 4196cc Engine Water Pump 1AMWP00044

S-Type 2002-2000 4.0L V8 3996cc 244 CID Engine Water Pump 1AMWP00044

Super V8 2009-2005 4.2L V8 4196cc Engine Water Pump 1AMWP00044

Vanden Plas 2009-2004 4.2L V8 4196cc Engine Water Pump 1AMWP00044

Vanden Plas 2003-1998 4.0L V8 3996cc 244 CID Engine Water Pump 1AMWP00044

XF 2010-2009 4.2L V8 4196cc Engine Water Pump 1AMWP00044

XJ8 2009-2004 4.2L V8 4196cc Engine Water Pump 1AMWP00044

XJ8 2003-1998 4.0L V8 3996cc 244 CID Engine Water Pump 1AMWP00044

XJR 2009-2004 4.2L V8 4196cc Engine Water Pump 1AMWP00044

XJR 2003-1998 4.0L V8 3996cc 244 CID Engine Water Pump 1AMWP00044

XK 2009-2007 4.2L V8 4196cc Engine Water Pump 1AMWP00044

XK8 2006-2003 4.2L V8 4196cc Engine Water Pump 1AMWP00044

XK8 2002-1997 4.0L V8 3996cc 244 CID Engine Water Pump 1AMWP00044

XKR 2009-2003 4.2L V8 4196cc Engine Water Pump 1AMWP00044

XKR 2002-2000 4.0L V8 3996cc 244 CID Engine Water Pump 1AMWP00044

Kia

Amanti 2006-2004 3.5L V6 3497cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00038

Magentis 2006-2005 2.7L V6 2656cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00072

Magentis 2004-2002 2.7L V6 2700cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00072

Magentis 2001 2.5L V6 2500cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00072

Optima 2006-2002 2.7L V6 2656cc; VIN 8 This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00072

Optima 2001 2.5L V6 2500cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00072

Rio 2011-2006 1.6L L4 1599cc Engine Water Pump 1AMWP00048

Rio5 2011-2006 1.6L L4 1599cc Engine Water Pump 1AMWP00048

Sedona 2005-2002 3.5L V6 3497cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00038

Sephia 1995-1994 1.6L L4 1597cc; SOHC Engine Water Pump 1AMWP00056

Soul 2011-2010 2.0L L4 1975cc; VIN 2 Engine Water Pump 1AMWP00030

Spectra 2009-2004 2.0L L4 1975cc Engine Water Pump 1AMWP00030

Spectra5 2009-2005 2.0L L4 1975cc Engine Water Pump 1AMWP00030

Sportage 2010-2005 2.0L L4 1975cc Engine Water Pump 1AMWP00030

Sportage 2010-2005 2.7L V6 2656cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00072
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Land Rover

LR3 2009-2005 4.4L V8 4394cc Engine Water Pump 1AMWP00044

Range Rover 2009-2006 4.2L V8 4196cc Engine Water Pump 1AMWP00044

Range Rover 2009-2006 4.4L V8 4394cc Engine Water Pump 1AMWP00044

Range Rover Sport 2009-2006 4.2L V8 4196cc Engine Water Pump 1AMWP00044

Range Rover Sport 2009-2006 4.4L V8 4394cc Engine Water Pump 1AMWP00044

Lexus

ES300 2003-1999,1995-1994 3.0L V6 2995cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00063

ES300 1998-1996 3.0L V6 2959cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00063

ES330 2006-2004 3.3L V6 3300cc 202 CID This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00063

HS250h 2012-2010 2.4L L4 2362cc Engine Water Pump 1AMWP00064

RX300 2003-1999 3.0L V6 2995cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00063

RX330 2006-2004 3.3L V6 3300cc 202 CID This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00063

RX400h 2008-2006 3.3L V6 3300cc 202 CID This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00063

Lincoln

Aviator 2005-2003 4.6L V8 281 CID Engine Water Pump 1AMWP00024

Blackwood 2002 5.4L V8 330 CID Engine Water Pump 1AMWP00061

LS 2006-2000 3.9L V8 242 CID Engine Water Pump 1AMWP00044

MKT 2014-2013 2.0L L4 1999cc 122 CID Engine Water Pump 1AMWP00035

MKZ 2014-2013 2.0L L4 1999cc 122 CID; Base Engine Water Pump 1AMWP00035

MKZ 2012-2011 2.5L L4 2488cc 152 CID Engine Water Pump 1AMWP00035

Mark LT 2006 5.4L V8 330 CID Engine Water Pump 1AMWP00024

Mark VIII 1998-1993 4.6L V8 281 CID; VIN V Engine Water Pump 1AMWP00016

Navigator 2009,2006-2002 5.4L V8 330 CID Engine Water Pump 1AMWP00024

Navigator 2001-1998 5.4L V8 330 CID Engine Water Pump 1AMWP00061

Town Car 2001 4.6L V8 281 CID Long Pump, 3 7/16" Hub Height, w/8 Vane
3 5/8" Diameter Non Shrouded Impeller

Engine Water Pump 1AMWP00016

Town Car 2000-1998 4.6L V8 281 CID Engine Water Pump 1AMWP00016

Town Car 1997-1991 4.6L V8 281 CID Engine Water Pump 1AMWP00011

Zephyr 2006 3.0L V6 183 CID Engine Water Pump 1AMWP00049

Mazda

3 2013-2007 2.3L L4 2260cc; Turbocharged Engine Water Pump 1AMWP00035

3 2005-2004 2.0L L4 2000cc 122 CID Engine Water Pump 1AMWP00035

3 2005-2004 2.3L L4 2260cc Engine Water Pump 1AMWP00035

323 1995-1986 1.6L L4 1597cc; Naturally
Aspirated

Engine Water Pump 1AMWP00056

323 1994-1993,1991-1990 1.8L L4 1839cc Engine Water Pump 1AMWP00056

5 2007-2006 2.3L L4 2260cc Engine Water Pump 1AMWP00035

6 2013-2009 2.5L L4 2488cc 152 CID Engine Water Pump 1AMWP00035

6 2008-2003 2.3L L4 2260cc Engine Water Pump 1AMWP00035

6 2008-2003 3.0L V6 2968cc Engine Water Pump 1AMWP00049

626 2002-1993 2.0L L4 1991cc Engine Water Pump 1AMWP00040

626 2002-1993 2.5L V6 2497cc w/32mm Pulley Pilot Diameter Only Engine Water Pump 1AMWP00013

B2300 2010-2002 2.3L L4 2300cc Engine Water Pump 1AMWP00035

B2300 2001 2.3L L4 2294cc Engine Water Pump 1AMWP00035

B2300 1997-1995 2.3L L4 2295cc Engine Water Pump 1AMWP00069

B2300 1994 2.3L L4 2295cc Engine Water Pump 1AMWP00050

B2500 2001-1998 2.5L L4 2492cc Engine Water Pump 1AMWP00069

B3000 2008-2001,1998 3.0L V6 2954cc Engine Water Pump 1AMWP00015

B3000 2003-1999 3.0L V6 182 CID Engine Water Pump 1AMWP00015

B3000 1997-1995 3.0L V6 2983cc Engine Water Pump 1AMWP00015

B4000 2010-2001 4.0L V6 4016cc Engine Water Pump 1AMWP00057
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Mazda (continued)

B4000 2000-1994 4.0L V6 4016cc Engine Water Pump 1AMWP00026

CX-7 2012-2007 2.3L L4 2260cc Engine Water Pump 1AMWP00035

MX-3 1995-1994 1.8L V6 1845cc Engine Water Pump 1AMWP00013

MX-3 1993-1992 1.6L L4 1597cc Engine Water Pump 1AMWP00056

MX-3 1993-1992 1.8L V6 1845cc w/32mm Pulley Pilot Diameter Only Engine Water Pump 1AMWP00013

MX-6 1997-1993 2.0L L4 1991cc Engine Water Pump 1AMWP00040

MX-6 1997-1995 2.5L V6 2497cc Engine Water Pump 1AMWP00013

MX-6 1994-1993 2.5L V6 2497cc w/32mm Pulley Pilot Diameter Only Engine Water Pump 1AMWP00013

Millenia 2002-1995 2.5L V6 2497cc Engine Water Pump 1AMWP00013

Navajo 1994-1991 4.0L V6 4016cc Engine Water Pump 1AMWP00026

Protege 2003-2001 2.0L L4 2000cc; Naturally
Aspirated

Engine Water Pump 1AMWP00040

Protege 2000-1999 1.8L L4 1839cc Engine Water Pump 1AMWP00040

Protege 1994-1990 1.8L L4 1839cc; SOHC Engine Water Pump 1AMWP00056

Protege5 2003-2002 2.0L L4 2000cc; Naturally
Aspirated

Engine Water Pump 1AMWP00040

Tribute 2011-2009 2.5L L4 2488cc 152 CID Engine Water Pump 1AMWP00035

Tribute 2008,2006-2005 2.3L L4 140 CID Engine Water Pump 1AMWP00035

Tribute 2004-2001 2.0L L4 1991cc Engine Water Pump 1AMWP00074

Mercury

Capri 1986-1983 2.3L L4 140 CID Engine Water Pump 1AMWP00050

Cougar 2002-1999 2.0L L4 1989cc 121 CID Engine Water Pump 1AMWP00074

Cougar 1997-1996 3.8L V6 232 CID Engine Water Pump 1AMWP00073

Cougar 1997-1994 4.6L V8 281 CID Engine Water Pump 1AMWP00016

Cougar 1986-1984 2.3L L4 140 CID Engine Water Pump 1AMWP00050

Grand Marquis 2002-2001 4.6L V8 281 CID Long Pump, 3 7/16" Hub Height, w/8 Vane
3 5/8" Diameter Non Shrouded Impeller

Engine Water Pump 1AMWP00016

Grand Marquis 2000-1998 4.6L V8 281 CID Engine Water Pump 1AMWP00016

Grand Marquis 1997-1992 4.6L V8 281 CID Engine Water Pump 1AMWP00011

Mariner 2011-2009 2.5L L4 2488cc 152 CID Engine Water Pump 1AMWP00035

Mariner 2008-2005 2.3L L4 140 CID Engine Water Pump 1AMWP00035

Mariner 2008-2007 3.0L V6 183 CID Engine Water Pump 1AMWP00049

Mariner 2006 3.0L V6 183 CID Driven By Exhaust Camshaft Engine Water Pump 1AMWP00049

Marquis 1986-1983 2.3L L4 140 CID Engine Water Pump 1AMWP00050

Milan 2011-2010 2.5L L4 2488cc 152 CID Engine Water Pump 1AMWP00035

Milan 2009-2006 2.3L L4 140 CID Engine Water Pump 1AMWP00035

Milan 2009-2006 3.0L V6 183 CID Engine Water Pump 1AMWP00049

Monterey 2007-2004 4.2L V6 256 CID Engine Water Pump 1AMWP00041

Mountaineer 2010-1998 4.0L V6 245 CID Engine Water Pump 1AMWP00057

Mountaineer 2001-1997 5.0L V8 302 CID; VIN P Engine Water Pump 1AMWP00010

Mystique 2000-1998 2.0L L4 1989cc 121 CID Engine Water Pump 1AMWP00074

Mystique 1997 2.0L L4 1989cc 121 CID From 12-97 Engine Water Pump 1AMWP00074

Sable 2005-1995 3.0L V6 182 CID; OHV Engine Water Pump 1AMWP00078

Sable 2000-1996 3.0L V6 182 CID; DOHC Engine Water Pump 1AMWP00070

Sable 1994-1986 3.0L V6 182 CID Engine Water Pump 1AMWP00001

Tracer 1999-1997 2.0L L4 1989cc 121 CID; VIN P This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00018

Tracer 1996-1991 1.9L L4 116 CID This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00006

Tracer 1989-1987 1.6L L4 1598cc 98 CID Engine Water Pump 1AMWP00056

Villager 1998-1993 3.0L V6 182 CID Engine Water Pump 1AMWP00025

Zephyr 1983 2.3L L4 140 CID Engine Water Pump 1AMWP00050

Merkur

XR4Ti 1989-1985 2.3L L4 140 CID Engine Water Pump 1AMWP00050

Nissan

200SX 1998-1995 1.6L L4 1597cc 97 CID Engine Water Pump 1AMWP00059

240SX 1998-1989 2.4L L4 2389cc Engine Water Pump 1AMWP00002

Altima 2013 2.5L L4 2500cc; Coupe Engine Water Pump 1AMWP00042

Altima 2012-2002 2.5L L4 2500cc Engine Water Pump 1AMWP00042
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Nissan (continued)

Altima 2001-1993 2.4L L4 2389cc Engine Water Pump 1AMWP00027

D21 1994-1990 2.4L L4 2389cc Engine Water Pump 1AMWP00002

Frontier 2004-1998 2.4L L4 2389cc Engine Water Pump 1AMWP00002

Maxima 2001-1995 3.0L V6 2988cc 182 CID This pump is driven off the timing chain.
See vehicle manufacturer recommendation
for replacement of timing components.

Engine Water Pump 1AMWP00022

Maxima 1994-1992 12 Valve; 3.0L V6 2960cc 181
CID; GXE

Engine Water Pump 1AMWP00025

Maxima 1991-1985 3.0L V6 2960cc 181 CID Engine Water Pump 1AMWP00025

NX 1993-1991 1.6L L4 1597cc 97 CID Engine Water Pump 1AMWP00059

Pathfinder 2004-2001 3.5L V6 3498cc This pump is driven off the timing chain.
See vehicle manufacturer recommendation
for replacement of timing components.

Engine Water Pump 1AMWP00022

Pickup 1997-1995 2.4L L4 2389cc Engine Water Pump 1AMWP00002

Quest 1998-1993 3.0L V6 2960cc 181 CID Engine Water Pump 1AMWP00025

Rogue 2013-2008 2.5L L4 2500cc Engine Water Pump 1AMWP00042

Sentra 2012-2002 2.5L L4 2500cc Engine Water Pump 1AMWP00042

Sentra 1999-1991 1.6L L4 1597cc 97 CID Engine Water Pump 1AMWP00059

Sentra 1993-1991 1.6L L4 1597cc Engine Water Pump 1AMWP00059

X-Trail 2006-2005 2.5L L4 2500cc Engine Water Pump 1AMWP00042

Xterra 2004-2000 2.4L L4 2389cc Engine Water Pump 1AMWP00002

Oldsmobile

88 1999-1996 3.8L V6 3800cc 231 CID Engine Water Pump 1AMWP00081

88 1995-1992 3.8L V6 3800cc 231 CID Engine Water Pump 1AMWP00085

98 1996 3.8L V6 3800cc 231 CID Engine Water Pump 1AMWP00081

98 1995-1986 3.8L V6 3800cc 231 CID Engine Water Pump 1AMWP00085

Achieva 1998-1994 3.1L V6 189 CID Engine Water Pump 1AMWP00080

Achieva 1993-1992 3.3L V6 204 CID Engine Water Pump 1AMWP00085

Alero 2004-2002 2.2L L4 2198cc 134 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

Alero 2004-1999 3.4L V6 207 CID Engine Water Pump 1AMWP00080

Aurora 2003-2001,1999-1995 4.0L V8 244 CID Special Installation Tool Will Be Required Engine Water Pump 1AMWP00007

Bravada 2004-2002 4.2L L6 256 CID Engine Water Pump 1AMWP00062

Bravada 2001-1996 4.3L V6 262 CID Engine Water Pump 1AMWP00076

Bravada 1994-1991 4.3L V6 262 CID Engine Water Pump 1AMWP00068

Calais 1987-1985 3.0L V6 181 CID Engine Water Pump 1AMWP00085

Custom Cruiser 1977 5.7L V8 350 CID; VIN L Engine Water Pump 1AMWP00017

Cutlass 1999-1997 3.1L V6 189 CID Engine Water Pump 1AMWP00080

Cutlass 1987-1985,1980-1978 5.0L V8 305 CID Engine Water Pump 1AMWP00017

Cutlass 1981 4.4L V8 267 CID Engine Water Pump 1AMWP00017

Cutlass 1978 5.7L V8 350 CID Engine Water Pump 1AMWP00017

Cutlass Calais 1991-1989 3.3L V6 204 CID Engine Water Pump 1AMWP00085

Cutlass Calais 1988 3.0L V6 181 CID Engine Water Pump 1AMWP00085

Cutlass Calais 1984,1980-1978 5.0L V8 305 CID Engine Water Pump 1AMWP00017

Cutlass Calais 1982 4.4L V8 267 CID Engine Water Pump 1AMWP00017

Cutlass Ciera 1996-1993 2.2L L4 2190cc 134 CID Engine Water Pump 1AMWP00084

Cutlass Ciera 1996-1994 3.1L V6 189 CID Engine Water Pump 1AMWP00080

Cutlass Ciera 1993-1989 3.3L V6 204 CID Engine Water Pump 1AMWP00085

Cutlass Ciera 1989-1987 2.8L V6 173 CID Engine Water Pump 1AMWP00080

Cutlass Ciera 1988-1986 3.8L V6 3800cc 231 CID Engine Water Pump 1AMWP00085

Cutlass Cruiser 1994 3.1L V6 189 CID Engine Water Pump 1AMWP00080

Cutlass Cruiser 1993-1989 3.3L V6 204 CID Engine Water Pump 1AMWP00085

Cutlass Cruiser 1989-1987 2.8L V6 173 CID Engine Water Pump 1AMWP00080

Cutlass Cruiser 1988-1987 3.8L V6 3800cc 231 CID Engine Water Pump 1AMWP00085

Cutlass Cruiser 1983-1982,1980 5.0L V8 305 CID Engine Water Pump 1AMWP00017

Cutlass Cruiser 1982 4.4L V8 267 CID Engine Water Pump 1AMWP00017

Cutlass Salon 1980-1978 5.0L V8 305 CID Engine Water Pump 1AMWP00017
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Oldsmobile (continued)

Cutlass Supreme 1997-1989 3.1L V6 189 CID Engine Water Pump 1AMWP00080

Cutlass Supreme 1995-1991 3.4L V6 207 CID Engine Water Pump 1AMWP00080

Cutlass Supreme 1989-1988 2.8L V6 173 CID Engine Water Pump 1AMWP00080

Cutlass Supreme 1987-1985,1983,1980-1978 5.0L V8 305 CID Engine Water Pump 1AMWP00017

Cutlass Supreme 1982 4.4L V8 267 CID Engine Water Pump 1AMWP00017

Cutlass Supreme 1978 5.7L V8 350 CID Engine Water Pump 1AMWP00017

Delta 88 1991-1986 3.8L V6 3800cc 231 CID Engine Water Pump 1AMWP00085

Delta 88 1986 3.0L V6 181 CID Engine Water Pump 1AMWP00085

Delta 88 1982-1981 4.4L V8 267 CID; VIN J Engine Water Pump 1AMWP00017

Delta 88 1977 5.7L V8 350 CID; VIN G Engine Water Pump 1AMWP00017

Delta 88 1977 5.7L V8 350 CID; VIN L Engine Water Pump 1AMWP00017

Firenza 1988-1987 2.0L L4 121 CID Engine Water Pump 1AMWP00084

Firenza 1988-1987 2.0L L4 122 CID Engine Water Pump 1AMWP00084

Firenza 1987 2.8L V6 173 CID Engine Water Pump 1AMWP00080

Intrigue 1999-1998 3.8L V6 3800cc 231 CID Engine Water Pump 1AMWP00081

LSS 1999-1996 3.8L V6 3800cc 231 CID Engine Water Pump 1AMWP00081

Omega 1979-1977 5.0L V8 305 CID Engine Water Pump 1AMWP00017

Omega 1979-1977 5.7L V8 350 CID Engine Water Pump 1AMWP00017

Regency 1998-1997 3.8L V6 3800cc 231 CID Engine Water Pump 1AMWP00081

Silhouette 2004-1996 3.4L V6 207 CID Engine Water Pump 1AMWP00080

Silhouette 1995-1992 3.8L V6 3800cc 231 CID Engine Water Pump 1AMWP00085

Silhouette 1994-1990 3.1L V6 189 CID Engine Water Pump 1AMWP00080

Toronado 1992-1986 3.8L V6 3800cc 231 CID Engine Water Pump 1AMWP00085

Pontiac

6000 1991-1988 3.1L V6 189 CID; Naturally
Aspirated

Engine Water Pump 1AMWP00080

6000 1989-1987 2.8L V6 173 CID; Naturally
Aspirated

Engine Water Pump 1AMWP00080

Aztek 2005-2001 3.4L V6 207 CID Engine Water Pump 1AMWP00080

Bonneville 2005-1996 3.8L V6 3800cc 231 CID Engine Water Pump 1AMWP00081

Bonneville 2005-2004 4.6L V8 281 CID Special Installation Tool Will Be Required Engine Water Pump 1AMWP00007

Bonneville 1995-1987 3.8L V6 3800cc 231 CID Engine Water Pump 1AMWP00085

Bonneville 1986 4.3L V6 262 CID Engine Water Pump 1AMWP00017

Bonneville 1986-1983 5.0L V8 305 CID Engine Water Pump 1AMWP00017

Catalina 1981-1980 4.4L V8 267 CID Engine Water Pump 1AMWP00017

Catalina 1981-1980 5.0L V8 305 CID Engine Water Pump 1AMWP00017

Catalina 1980 3.8L V6 229 CID Engine Water Pump 1AMWP00017

Firebird 2002-1995 3.8L V6 3800cc 231 CID Engine Water Pump 1AMWP00081

Firebird 2002-1998 5.7L V8 350 CID Engine Water Pump 1AMWP00046

Firebird 1992-1988 5.0L V8 305 CID Engine Water Pump 1AMWP00068

Firebird 1992-1988 5.7L V8 350 CID Engine Water Pump 1AMWP00068

Firebird 1987-1977 5.0L V8 305 CID Engine Water Pump 1AMWP00017

Firebird 1987,1979-1978 5.7L V8 350 CID Engine Water Pump 1AMWP00017

Firebird 1981 4.4L V8 267 CID; VIN J Engine Water Pump 1AMWP00017

Firefly 2000-1994,1991-1989 1.0L L3 993cc 61 CID Engine Water Pump 1AMWP00034

Firefly 2000-1994 1.3L L4 1295cc 79 CID Engine Water Pump 1AMWP00034

G5 2010-2007 2.2L L4 2198cc 134 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

G5 2008 2.4L L4 145 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014
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Pontiac (continued)

G5 2007 2.4L L4 2384cc 145 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

G6 2010 2.4L L4 145 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

G6 2010-2006 2.4L L4 2384cc 145 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

G6 2010-2007 3.5L V6 3490cc 213 CID Engine Water Pump 1AMWP00021

G6 2009-2007 3.6L V6 217 CID Engine Water Pump 1AMWP00037

G6 2009-2006 3.9L V6 3880cc 237 CID Engine Water Pump 1AMWP00021

G6 2006 3.5L V6 214 CID Engine Water Pump 1AMWP00080

G6 2005 3.5L V6 211 CID Engine Water Pump 1AMWP00080

G8 2009-2008 3.6L V6 217 CID Engine Water Pump 1AMWP00037

GTO 2006-2005 6.0L V8 5967cc 364 CID Engine Water Pump 1AMWP00046

GTO 2004 5.7L V8 350 CID Engine Water Pump 1AMWP00046

Grand Am 2005-2002 2.2L L4 2198cc 134 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

Grand Am 2005-1999 3.4L V6 207 CID Engine Water Pump 1AMWP00080

Grand Am 1998-1994 3.1L V6 189 CID Engine Water Pump 1AMWP00080

Grand Am 1993-1992 3.3L V6 204 CID Engine Water Pump 1AMWP00085

Grand Am 1987-1985 3.0L V6 181 CID Engine Water Pump 1AMWP00085

Grand Am 1980-1978 5.0L V8 305 CID Engine Water Pump 1AMWP00017

Grand LeMans 1983-1976 5.0L V8 305 CID Engine Water Pump 1AMWP00017

Grand LeMans 1982-1979 4.4L V8 267 CID; VIN J Engine Water Pump 1AMWP00017

Grand LeMans 1981-1980 3.8L V6 229 CID Engine Water Pump 1AMWP00017

Grand LeMans 1979-1978 3.3L V6 200 CID Engine Water Pump 1AMWP00017

Grand LeMans 1979-1977 5.7L V8 350 CID; VIN L Engine Water Pump 1AMWP00017

Grand Prix 2008-1997 3.8L V6 3800cc 231 CID Engine Water Pump 1AMWP00081

Grand Prix 2003-1989 3.1L V6 189 CID Engine Water Pump 1AMWP00080

Grand Prix 1995-1991 3.4L V6 207 CID Engine Water Pump 1AMWP00080

Grand Prix 1989-1988 2.8L V6 173 CID Engine Water Pump 1AMWP00080

Grand Prix 1987-1986 4.3L V6 262 CID Engine Water Pump 1AMWP00017

Grand Prix 1987-1983,1980-1978 5.0L V8 305 CID Engine Water Pump 1AMWP00017

Grand Prix 1982-1981 4.4L V8 267 CID; VIN J Engine Water Pump 1AMWP00017

Laurentian 1981-1980 4.4L V8 267 CID Engine Water Pump 1AMWP00017

Laurentian 1981-1980 5.0L V8 305 CID; GAS; VIN H Engine Water Pump 1AMWP00017

Laurentian 1980 3.8L V6 229 CID Engine Water Pump 1AMWP00017

Laurentian 1979 5.0L V8 305 CID; GAS; VIN G Engine Water Pump 1AMWP00017

Laurentian 1978-1977 5.0L V8 305 CID; GAS; VIN U Engine Water Pump 1AMWP00017

LeMans 1981-1980 3.8L V6 229 CID Engine Water Pump 1AMWP00017

LeMans 1981-1979 4.4L V8 267 CID; VIN J Engine Water Pump 1AMWP00017

LeMans 1981-1976 5.0L V8 305 CID Engine Water Pump 1AMWP00017

LeMans 1979-1978 3.3L V6 200 CID Engine Water Pump 1AMWP00017

LeMans 1979-1977 5.7L V8 350 CID; VIN L Engine Water Pump 1AMWP00017

Montana 2009-2006 3.9L V6 3880cc 237 CID Engine Water Pump 1AMWP00021

Montana 2006-2005 3.5L V6 213 CID Engine Water Pump 1AMWP00080

Montana 2005-1999 3.4L V6 207 CID Engine Water Pump 1AMWP00080

Parisienne 1986-1985 4.3L V6 262 CID Engine Water Pump 1AMWP00017
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Pontiac (continued)

Parisienne 1986-1980 5.0L V8 305 CID; GAS; VIN H Engine Water Pump 1AMWP00017

Parisienne 1982-1980 4.4L V8 267 CID; VIN J Engine Water Pump 1AMWP00017

Parisienne 1980 3.8L V6 229 CID Engine Water Pump 1AMWP00017

Parisienne 1979 5.0L V8 305 CID; GAS; VIN G Engine Water Pump 1AMWP00017

Parisienne 1978-1977 5.0L V8 305 CID; GAS; VIN U Engine Water Pump 1AMWP00017

Phoenix 1979 5.0L V8 305 CID; VIN G Engine Water Pump 1AMWP00017

Phoenix 1979-1977 5.7L V8 350 CID; VIN L Engine Water Pump 1AMWP00017

Phoenix 1978-1977 5.0L V8 305 CID; VIN U Engine Water Pump 1AMWP00017

Pursuit 2006-2005 2.2L L4 2198cc 134 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

Pursuit 2006 2.4L L4 2384cc 145 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

Solstice 2009-2007 2.0L L4 1998cc 122 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

Solstice 2009-2006 2.4L L4 2384cc 145 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

Sunbird 1994-1991 3.1L V6 189 CID Engine Water Pump 1AMWP00080

Sunfire 2005-2002 2.2L L4 2198cc 134 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

Sunfire 2002 2.2L L4 2190cc 134 CID Belt Driven Engine Water Pump 1AMWP00084

Sunfire 2002 2.2L L4 2190cc 134 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

Sunfire 2002 2.2L L4 2198cc 134 CID Belt Driven Engine Water Pump 1AMWP00084

Sunfire 2001-1995 2.2L L4 2190cc 134 CID Engine Water Pump 1AMWP00084

Tempest 1991-1990 2.2L L4 134 CID Engine Water Pump 1AMWP00084

Tempest 1991-1990 3.1L V6 189 CID Engine Water Pump 1AMWP00080

Tempest 1989-1987 2.8L V6 173 CID Engine Water Pump 1AMWP00080

Torrent 2009-2008 3.6L V6 217 CID Engine Water Pump 1AMWP00037

Trans Sport 1999-1996 3.4L V6 207 CID Engine Water Pump 1AMWP00080

Trans Sport 1995-1990 3.1L V6 189 CID Engine Water Pump 1AMWP00080

Trans Sport 1995-1992 3.8L V6 3800cc 231 CID Engine Water Pump 1AMWP00085

Ventura 1977 5.0L V8 305 CID; VIN U Engine Water Pump 1AMWP00017

Ventura 1977 5.7L V8 350 CID; VIN L Engine Water Pump 1AMWP00017

Vibe 2010-2009 2.4L L4 2362cc Engine Water Pump 1AMWP00064

Wave 2008-2005 1.6L L4 1598cc 98 CID This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00065

Wave5 2007-2005 1.6L L4 1598cc 98 CID This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00065

Saab

9-2X 2006-2005 2.5L H4 2458cc; Naturally
Aspirated

This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.; w/1 Hose Connection

Engine Water Pump 1AMWP00079
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Saab (continued)

9-3 2011-2003 2.0L L4 1985cc Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

9-3 2009-2006 2.8L V6 2792cc 170 CID Engine Water Pump 1AMWP00037

9-3X 2011-2010 2.0L L4 1985cc Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

9-4X 2011 2.8L V6 2792cc 170 CID Engine Water Pump 1AMWP00037

9-4X 2011 3.0L V6 182 CID Engine Water Pump 1AMWP00037

9-5 2011-2010 2.8L V6 2792cc 170 CID Engine Water Pump 1AMWP00037

9-5 2003-1999 3.0L V6 2961cc 181 CID Engine Water Pump 1AMWP00066

9-7x 2009-2005 4.2L L6 256 CID Engine Water Pump 1AMWP00062

9-7x 2006 5.3L V8 325 CID Engine Water Pump 1AMWP00071

9-7x 2005 5.3L V8 323 CID Engine Water Pump 1AMWP00071

900 1997-1994 2.5L V6 2498cc Engine Water Pump 1AMWP00066

9000 1997-1995 3.0L V6 2961cc 181 CID Engine Water Pump 1AMWP00066

Saturn

Aura 2009-2007 2.4L L4 145 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

Aura 2009-2007 3.6L V6 217 CID Engine Water Pump 1AMWP00037

Aura 2008-2007 3.5L V6 3490cc 213 CID Engine Water Pump 1AMWP00021

Ion 2007-2004 2.0L L4 122 CID; VIN P Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

Ion 2007-2003 2.2L L4 2198cc 134 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

Ion 2007-2006 2.4L L4 2384cc 145 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

L100 2002-2001 2.2L L4 2198cc 134 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

L200 2003-2001 2.2L L4 2198cc 134 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

L300 2005-2001 3.0L V6 3000cc 181 CID Engine Water Pump 1AMWP00066

L300 2004 2.2L L4 2198cc 134 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

30



MAKE/MODEL MODEL YEAR APPLICATION QUALIFIER PRODUCT PART NUMBER
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LS 2000 2.2L L4 2198cc 134 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

LS1 2000 2.2L L4 2198cc 134 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

LS2 2000 3.0L V6 3000cc 181 CID Engine Water Pump 1AMWP00066

LW1 2000 2.2L L4 2198cc 134 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

LW2 2000 3.0L V6 3000cc 181 CID Engine Water Pump 1AMWP00066

LW200 2003-2001 2.2L L4 2198cc 134 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

LW300 2003-2001 3.0L V6 3000cc 181 CID Engine Water Pump 1AMWP00066

Outlook 2010-2007 3.6L V6 217 CID Engine Water Pump 1AMWP00037

Relay 2007-2006 3.9L V6 3880cc 237 CID Engine Water Pump 1AMWP00021

Relay 2006-2005 3.5L V6 213 CID Engine Water Pump 1AMWP00080

SC 1992-1991 1.9L L4 116 CID Engine Water Pump 1AMWP00075

SC1 2002-1993 1.9L L4 116 CID Engine Water Pump 1AMWP00075

SC2 2002-1993 1.9L L4 116 CID Engine Water Pump 1AMWP00075

SL 2002-1991 1.9L L4 116 CID Engine Water Pump 1AMWP00075

SL1 2002-1991 1.9L L4 116 CID Engine Water Pump 1AMWP00075

SL2 2002-1991 1.9L L4 116 CID Engine Water Pump 1AMWP00075

SW1 1999-1993 1.9L L4 116 CID Engine Water Pump 1AMWP00075

SW2 2001-1993 1.9L L4 116 CID Engine Water Pump 1AMWP00075

Sky 2010-2007 2.0L L4 1998cc 122 CID; VIN X Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

Sky 2010-2007 2.4L L4 2384cc 145 CID; VIN B Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

Vue 2010-2007 2.4L L4 145 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

Vue 2010-2008 3.5L V6 3490cc 213 CID Engine Water Pump 1AMWP00021

Vue 2010-2008 3.6L V6 217 CID Engine Water Pump 1AMWP00037

Vue 2007-2006 2.2L L4 2198cc 134 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014
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Vue 2005-2002 2.2L L4 134 CID Before removing the water pump it is
recommended to install GM tool # J43651
or equivalent to keep the timing chain and
gears properly synchronized.; This pump is
driven off the timing chain. See vehicle
manufacturer recommendation for
replacement of timing components.

Engine Water Pump 1AMWP00014

Vue 2003-2002 3.0L V6 3000cc 181 CID Engine Water Pump 1AMWP00066

Scion

tC 2010 2.4L L4 2362cc Engine Water Pump 1AMWP00064

tC 2009-2005 2.4L L4 2398cc Engine Water Pump 1AMWP00064

xA 2006-2004 1.5L L4 1497cc Engine Water Pump 1AMWP00036

xB 2006-2004 1.5L L4 1497cc Engine Water Pump 1AMWP00036

Subaru

Baja 2006-2003 2.5L H4 2458cc; Naturally
Aspirated

This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.; w/1 Hose Connection

Engine Water Pump 1AMWP00079

Forester 2005-2003 2.5L H4 2458cc; Naturally
Aspirated; w/ Standard Trans.

This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00079

Forester 2002-1998 2.5L H4 2458cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00079

Impreza 2005-2003 2.5L H4 2458cc; Naturally
Aspirated

This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.; w/1 Hose Connection

Engine Water Pump 1AMWP00079

Impreza 2002-1998 2.5L H4 2458cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00079

Impreza 2001-1995 2.2L H4 2212cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00079

Impreza 1997-1993 1.8L H4 1781cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00079

Legacy 2005 2.5L H4 2458cc; Naturally
Aspirated

This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.; w/1 Hose Connection

Engine Water Pump 1AMWP00079

Legacy 2004-1996 2.5L H4 2458cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00079

Legacy 1999-1995 2.2L H4 2212cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00079

Legacy 1994-1990 2.2L H4 2212cc; Naturally
Aspirated

This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00079

Outback 2005 2.5L H4 2458cc; Naturally
Aspirated

This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.; w/1 Hose Connection

Engine Water Pump 1AMWP00079

Outback 2004-2000 2.5L H4 2458cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00079

Suzuki

Grand Vitara 2010-2009 3.2L V6 3195cc Engine Water Pump 1AMWP00037

Swift 2001-1989 1.3L L4 1298cc 79 CID Engine Water Pump 1AMWP00034

Swift 1994-1992 1.0L L3 993cc 61 CID Engine Water Pump 1AMWP00034

Swift+ 2008-2004 1.6L L4 1598cc 98 CID This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00065

XL-7 2009-2007 3.6L V6 3564cc Engine Water Pump 1AMWP00037

Toyota

4Runner 2010,2000-1996 2.7L L4 2694cc Engine Water Pump 1AMWP00047

4Runner 2002-1996 3.4L V6 3378cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00039

4Runner 1995-1985 2.4L L4 2366cc Engine Water Pump 1AMWP00012

Avalon 2004-1995 3.0L V6 2995cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00063

Camry 2011-2002 2.4L L4 2362cc Engine Water Pump 1AMWP00064
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Camry 2006-1994 3.0L V6 2995cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00063

Camry 2006-2005 3.3L V6 3300cc 202 CID This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00063

Camry 2004 3.3L V6 3300cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00063

Camry 2001-1992 2.2L L4 2164cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00077

Camry 1995-1994 3.0L V6 2959cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00063

Camry 1991-1989 2.0L L4 1998cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00077

Camry 1991-1987 2.0L L4 1998cc 122 CID This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00077

Celica 1999-1990 2.2L L4 2164cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00077

Celica 1997-1994 1.8L L4 1762cc Engine Water Pump 1AMWP00023

Celica 1993-1990 1.6L L4 1587cc Engine Water Pump 1AMWP00003

Celica 1989-1987 2.0L L4 1998cc 7 Blade Impeller, 23 Tooth Pulley; This
pump is driven off the timing belt. Timing
belt should be replaced with the pump.

Engine Water Pump 1AMWP00077

Celica 1989-1987 2.0L L4 1998cc 122 CID 7 Blade Impeller, 23 Tooth Pulley; This
pump is driven off the timing belt. Timing
belt should be replaced with the pump.

Engine Water Pump 1AMWP00077

Celica 1985 2.4L L4 2366cc Engine Water Pump 1AMWP00012

Corolla 2010-2009 2.4L L4 2362cc Engine Water Pump 1AMWP00064

Corolla 1997-1993 1.6L L4 1587cc Engine Water Pump 1AMWP00067

Corolla 1997-1993 1.8L L4 1762cc Engine Water Pump 1AMWP00023

Corolla 1992 1.6L L4 1587cc Engine Water Pump 1AMWP00003

Corolla 1991-1989 1.6L L4 1587cc; Base Engine Water Pump 1AMWP00003

Corolla 1991-1984 1.6L L4 1587cc; DLX Engine Water Pump 1AMWP00003

Corolla 1991-1988 1.6L L4 1587cc; DLX All Trac Engine Water Pump 1AMWP00003

Corolla 1991-1984 1.6L L4 1587cc; LE Engine Water Pump 1AMWP00003

Corolla 1991-1988 1.6L L4 1587cc; SR5 Engine Water Pump 1AMWP00003

Corolla 1990-1988 1.6L L4 1587cc; SR5 All Trac Engine Water Pump 1AMWP00003

Corolla 1988-1987 1.6L L4 1587cc; FX Engine Water Pump 1AMWP00003

Corolla 1986-1985 1.6L L4 1587cc; LE Limted Engine Water Pump 1AMWP00003

Echo 2005-2000 1.5L L4 1497cc Engine Water Pump 1AMWP00036

Highlander 2010-2005 3.3L V6 3300cc 202 CID This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00063

Highlander 2007-2001 2.4L L4 2362cc Engine Water Pump 1AMWP00064

Highlander 2004 3.3L V6 3300cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00063

Highlander 2003-2001 3.0L V6 2995cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00063

MR2 1995-1991 2.2L L4 2164cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00077

Matrix 2013-2009 2.4L L4 2362cc Engine Water Pump 1AMWP00064

Pickup 1995-1986 2.4L L4 2366cc Engine Water Pump 1AMWP00012

Pickup 1985 2.4L L4 2366cc; GAS Engine Water Pump 1AMWP00012

Prius 2009-2001 1.5L L4 1497cc Engine Water Pump 1AMWP00036

RAV4 2008-2004 2.4L L4 2362cc Engine Water Pump 1AMWP00064

RAV4 2003-2001 2.0L L4 1998cc 122 CID Engine Water Pump 1AMWP00064

RAV4 2000-1996 2.0L L4 1998cc 122 CID This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00077
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Sienna 2006-2004 3.3L V6 3300cc 202 CID This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00063

Sienna 2003-1998 3.0L V6 2995cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00063

Solara 2008-2002 2.4L L4 2362cc Engine Water Pump 1AMWP00064

Solara 2008-2005 3.3L V6 3300cc 202 CID This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00063

Solara 2004 3.3L V6 3300cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00063

Solara 2003-1999 3.0L V6 2995cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00063

Solara 2001-1999 2.2L L4 2164cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00077

T100 1998-1994 2.7L L4 2694cc Engine Water Pump 1AMWP00047

T100 1998-1995 3.4L V6 3378cc; 4WD This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00039

T100 1998-1995 3.4L V6 3378cc; RWD; w/
Standard Trans.

This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00039

Tacoma 2012-1995 2.7L L4 2694cc Engine Water Pump 1AMWP00047

Tacoma 2004-1995 2.4L L4 2438cc Engine Water Pump 1AMWP00047

Tacoma 2004-1995 3.4L V6 3378cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.; w/By-Pass Tube On Drivers End Of
Pump

Engine Water Pump 1AMWP00039

Tundra 2004-2000 3.4L V6 3378cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.; w/By-Pass Tube On Drivers End Of
Pump

Engine Water Pump 1AMWP00039

Yaris 2013-2006 1.5L L4 1497cc Engine Water Pump 1AMWP00036

Volkswagen

Beetle 2005-1999 1.8L L4 1781cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.; Upgraded Composite Impeller

Engine Water Pump 1AMWP00020

Beetle 2005-1998 2.0L L4 1984cc 121 CID This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.; Upgraded Composite Impeller

Engine Water Pump 1AMWP00020

Cabrio 2002-1995 2.0L L4 1984cc 121 CID w/30mm hub Engine Water Pump 1AMWP00009

Cabriolet 1993-1985 1.8L L4 1780cc w/30mm hub Engine Water Pump 1AMWP00009

Corrado 1992-1990 1.8L L4 1780cc w/30mm hub Engine Water Pump 1AMWP00009

Fox 1993-1987 1.8L L4 1780cc w/30mm hub Engine Water Pump 1AMWP00009

Golf 2006-2000 1.8L L4 1781cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.; Upgraded Composite Impeller

Engine Water Pump 1AMWP00020

Golf 2006 2.0L L4 1984cc 121 CID; BEV
Desig.

This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.; Upgraded Composite Impeller

Engine Water Pump 1AMWP00020

Golf 2005-2000 2.0L L4 1984cc 121 CID This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.; Upgraded Composite Impeller

Engine Water Pump 1AMWP00020

Golf 1999 2.0L L4 1984cc 121 CID Old Body Style To 12-98, w/Bolt On Pulley;
w/30mm hub

Engine Water Pump 1AMWP00009

Golf 1999 2.0L L4 1984cc 121 CID This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.; Upgraded Composite Impeller;
w/Pressed On Pulley

Engine Water Pump 1AMWP00020

Golf 1998,1995-1993 1.8L L4 1788cc 109 CID w/30mm hub Engine Water Pump 1AMWP00009

Golf 1998-1993 1.9L L4 1896cc 116 CID w/30mm hub Engine Water Pump 1AMWP00009

Golf 1998-1990 2.0L L4 1984cc 121 CID w/30mm hub Engine Water Pump 1AMWP00009

Golf 1997-1996 1.8L L4 1780cc 109 CID w/30mm hub Engine Water Pump 1AMWP00009

Golf 1995-1994 2.0L L4 1984cc w/30mm hub Engine Water Pump 1AMWP00009

Golf 1992-1985 1.6L L4 1588cc 97 CID w/30mm hub Engine Water Pump 1AMWP00009

Golf 1992-1985 1.8L L4 1780cc w/30mm hub Engine Water Pump 1AMWP00009
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Volkswagen (continued)

Golf City 2008 2.0L L4 1984cc 121 CID; BEV
Desig.

This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.; Upgraded Composite Impeller

Engine Water Pump 1AMWP00020

Jetta 2013-2011,2005-2000 2.0L L4 1984cc 121 CID This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.; Upgraded Composite Impeller

Engine Water Pump 1AMWP00020

Jetta 2005-2000 1.8L L4 1781cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.; Upgraded Composite Impeller

Engine Water Pump 1AMWP00020

Jetta 1999 1.9L L4 1896cc 116 CID To Chassis #1-HX-245-000, w/Bolt On
Pulley; w/30mm hub

Engine Water Pump 1AMWP00009

Jetta 1999 2.0L L4 1984cc 121 CID This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.; Upgraded Composite Impeller; w/23
Tooth Pulley

Engine Water Pump 1AMWP00020

Jetta 1999 2.0L L4 1984cc 121 CID w/30mm hub; w/Bolt On Pulley Engine Water Pump 1AMWP00009

Jetta 1998-1993 1.9L L4 1896cc 116 CID w/30mm hub Engine Water Pump 1AMWP00009

Jetta 1998-1990 2.0L L4 1984cc 121 CID w/30mm hub Engine Water Pump 1AMWP00009

Jetta 1996,1992-1990 2.0L L4 1984cc w/30mm hub Engine Water Pump 1AMWP00009

Jetta 1995-1993 1.8L L4 1788cc 109 CID w/30mm hub Engine Water Pump 1AMWP00009

Jetta 1992-1983 1.6L L4 1588cc 97 CID w/30mm hub Engine Water Pump 1AMWP00009

Jetta 1992-1984 1.8L L4 1780cc w/30mm hub Engine Water Pump 1AMWP00009

Jetta 1984-1982 1.7L L4 1715cc To Chassis #16E103369; w/30mm hub Engine Water Pump 1AMWP00009

Jetta 1982 1.6L L4 1588cc 97 CID From Chassis #16C630001 To
#16E103369; w/30mm hub

Engine Water Pump 1AMWP00009

Jetta 1981 1.7L L4 1715cc w/30mm hub; w/Air Cond Engine Water Pump 1AMWP00009

Passat 2005-2000 1.8L L4 1781cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.; Upgraded Composite Impeller;
w/Pressed On Pulley

Engine Water Pump 1AMWP00020

Passat 1997-1993 1.9L L4 1896cc 116 CID w/30mm hub Engine Water Pump 1AMWP00009

Passat 1996-1995,1993-1990 2.0L L4 1984cc 121 CID w/30mm hub Engine Water Pump 1AMWP00009

Passat 1994,1992-1990 2.0L L4 1984cc w/30mm hub Engine Water Pump 1AMWP00009

Passat 1993-1991 1.8L L4 1780cc w/30mm hub Engine Water Pump 1AMWP00009

Passat 1993 1.8L L4 1788cc 109 CID w/30mm hub Engine Water Pump 1AMWP00009

Quantum 1985-1982 1.6L L4 1588cc 97 CID w/30mm hub Engine Water Pump 1AMWP00009

Quantum 1985-1984 1.8L L4 1780cc w/30mm hub Engine Water Pump 1AMWP00009

Quantum 1983-1982 1.7L L4 1715cc w/30mm hub Engine Water Pump 1AMWP00009

Rabbit 1984-1981 1.6L L4 1588cc 97 CID w/30mm hub Engine Water Pump 1AMWP00009

Rabbit 1984-1981 1.7L L4 1715cc w/30mm hub; w/Air Cond Engine Water Pump 1AMWP00009

Rabbit 1984-1983 1.8L L4 1780cc w/30mm hub Engine Water Pump 1AMWP00009

Rabbit 1980-1978 1.5L L4 1457cc w/30mm hub; w/Air Cond Engine Water Pump 1AMWP00009

Rabbit 1980-1978 1.5L L4 1471cc w/30mm hub; w/Air Cond Engine Water Pump 1AMWP00009

Rabbit 1980 1.6L L4 1588cc 97 CID w/30mm hub; w/Air Cond Engine Water Pump 1AMWP00009

Rabbit Convertible 1984 1.8L L4 1780cc w/30mm hub Engine Water Pump 1AMWP00009

Rabbit Convertible 1983-1981 1.7L L4 1715cc w/30mm hub; w/Air Cond Engine Water Pump 1AMWP00009

Rabbit Convertible 1980 1.6L L4 1588cc 97 CID w/30mm hub; w/Air Cond Engine Water Pump 1AMWP00009

Rabbit Pickup 1983-1981 1.6L L4 1588cc 97 CID w/30mm hub Engine Water Pump 1AMWP00009

Rabbit Pickup 1983-1981 1.7L L4 1715cc w/30mm hub; w/Air Cond Engine Water Pump 1AMWP00009

Rabbit Pickup 1980 1.5L L4 1457cc w/30mm hub; w/Air Cond Engine Water Pump 1AMWP00009

Rabbit Pickup 1980 1.6L L4 1588cc 97 CID w/30mm hub; w/Air Cond Engine Water Pump 1AMWP00009

Scirocco 1989-1984 1.8L L4 1780cc w/30mm hub Engine Water Pump 1AMWP00009

Scirocco 1983-1981 1.7L L4 1715cc w/30mm hub; w/Air Cond Engine Water Pump 1AMWP00009

Scirocco 1980-1979 1.6L L4 1588cc 97 CID w/30mm hub Engine Water Pump 1AMWP00009

Scirocco 1978 1.5L L4 1457cc w/30mm hub Engine Water Pump 1AMWP00009

Volvo

850 1997-1994 2.3L L5 2319cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00005

850 1997-1993 2.4L L5 2435cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00005

960 1994-1992 2.9L L6 2922cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00005
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C30 2013-2007 2.5L L5 2521cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00005

C30 2010-2007 2.4L L5 2435cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00005

C70 2013-2006 2.5L L5 2521cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00005

C70 2004-1998 2.3L L5 2319cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00005

C70 2004-1998 2.4L L5 2435cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00005

S40 2011-2004 2.5L L5 2521cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00005

S40 2010-2004 2.4L L5 2435cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00005

S40 2004-2000 1.9L L4 1948cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00005

S60 2013-2012,2009-2003 2.5L L5 2521cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00005

S60 2009-2001 2.4L L5 2435cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00005

S60 2004-2001 2.3L L5 2319cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00005

S70 2000-1998 2.3L L5 2319cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00005

S70 2000-1998 2.4L L5 2435cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00005

S80 2006-2004 2.5L L5 2521cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00005

V40 2004-2000 1.9L L4 1948cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00005

V50 2011-2005 2.5L L5 2521cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00005

V50 2010-2005 2.4L L5 2435cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00005

V70 2007-1998 2.4L L5 2435cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00005

V70 2007-2003 2.5L L5 2521cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00005

V70 2004-1998 2.3L L5 2319cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00005

XC70 2007-2003 2.5L L5 2521cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00005

XC90 2006-2003 2.5L L5 2521cc This pump is driven off the timing belt.
Timing belt should be replaced with the
pump.

Engine Water Pump 1AMWP00005

Workhorse

FasTrack FT1061 2005-2004 4.8L V8 294 CID Engine Water Pump 1AMWP00071

FasTrack FT1061 2004-2002 5.7L V8 350 CID Engine Water Pump 1AMWP00076

FasTrack FT1260 2001-2000 5.7L V8 350 CID Engine Water Pump 1AMWP00076

FasTrack FT1261 2005 4.8L V8 294 CID Engine Water Pump 1AMWP00071

FasTrack FT1261 2005,2003-2002 5.7L V8 350 CID Engine Water Pump 1AMWP00076

FasTrack FT1460 2002-2000 5.7L V8 350 CID Engine Water Pump 1AMWP00076

FasTrack FT1461 2005-2004 4.8L V8 294 CID Engine Water Pump 1AMWP00071
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FasTrack FT1461 2005-2002 5.7L V8 350 CID Engine Water Pump 1AMWP00076

FasTrack FT1461 2005-2004 6.0L V8 5967cc 364 CID Engine Water Pump 1AMWP00071

FasTrack FT1600 2001-2000 5.7L V8 350 CID Engine Water Pump 1AMWP00076

FasTrack FT1601 2005-2004 4.8L V8 294 CID Engine Water Pump 1AMWP00071

FasTrack FT1601 2005-2002 5.7L V8 350 CID Engine Water Pump 1AMWP00076

FasTrack FT1800 2001-2000 5.7L V8 350 CID Engine Water Pump 1AMWP00076

FasTrack FT1801 2005-2004 6.0L V8 5967cc 364 CID Engine Water Pump 1AMWP00071

FasTrack FT1801 2004-2002 5.7L V8 350 CID Engine Water Pump 1AMWP00076

FasTrack FT1802 2003-2002 5.7L V8 350 CID Engine Water Pump 1AMWP00076

FasTrack FT931 2003-2002 4.3L V6 262 CID Engine Water Pump 1AMWP00076

LF72 2005 6.6L V8 403 CID Engine Water Pump 1AMWP00043

P30 2005-2000 5.7L V8 350 CID Engine Water Pump 1AMWP00076

P32 2002-2001 5.7L V8 350 CID From 10-95 Engine Water Pump 1AMWP00076

P32 2001 5.7L V8 350 CID Engine Water Pump 1AMWP00076
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